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Pressure transmitters

The technically sophisticated pressure transmitters guarantee flawless pressure measurement. They 
meet the high requirements for long-term stability, vibration resistance, electromagnetic compatibility, 
shock resistance and temperature insensitivity. as a result, they have proven themselves for decades in 
a multitude of demanding applications under harsh environmental conditions. Trafag pressure trans-
mitters are available in a wide variety of versions: various pressure and electrical connections, measur-
ing processes, electrical output signals, approvals for explosion protection and shipboard use. rail-
way-compliant versions are also available.

Pressure transmitters

Trafag product lines

Electronic pressure switches

The electronic pressure switches from Trafag are based on the million-times proven, in-house developed 
transmitter sensor technology. The superior technology and precise production guarantee a faultless 
functioning even where vibration resistance, electromagnetic compatibility, shock resistance or temper-
ature insensitivity are a prerequisite. The robust pressure switches from Trafag monitor the pressure 
behavior of liquid and gaseous media, e.g. in plant construction and mechanical engineering, hydrau-
lic systems, process engineering, rail vehicles, shipbuilding or in water treatment.

Electronic pressure switches

www.trafag.com/productfinder
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Mechanical pressure switches

Trafag’s electromechanical pressure switches provide high vibration resistance and switch point preci-
sion in combination with an extremely robust and durable design. This results in switches that can be 
operated for decades without requiring maintenance, even under harsh conditions. Various designs 
with bellows, membrane and piston sensors cover a wide variety of pressure ranges, media and load 
profiles for many different applications. pressostats are available with ex- and ship approvals as well as 
with railway conformity. 

Mechanical pressure switches

Temperature monitoring

For 70 years Trafag thermostats have proven their robustness in order to withstand the most adverse 
environmental conditions. industry usage ranges from air conditioning applications to engine and ship 
manufacturing and even to offshore oil and gas platform production. The appeal of Trafag thermostats 
lies in their high switching point precision even after decades of operation under harsh conditions 
without maintenance. Trafag thermostats are available in various sensor and housing versions, with 
various ex and ship approvals as well as in railway-compliant versions.

Temperature monitoring
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Shipbuilding
 N propulsion
 N pumps
 N Ballast water treatment
 N Steering
 N Separators
 N Tank level

Hydraulics
 N Construction machinery
 N agricultural machinery
 N injection molding machines
 N Community vehicles
 N elevators

Engines
 N Common rail injection
 N Cooling water
 N oil pressure
 N Fuel pressure
 N Turbo charger

Our products are at home where you are

www.trafag.com/productfinder
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Railways
 N Brake systems
 N pantograph
 N air compressors

Water treatment
 N Drinking water
 N Waste water
 N Desalination
 N pools
 N Sluice steering
 N Level control

Various
 N Chemical industry
 N mining
 N process technology
 N oil and gas
 N machine building industry
 N HVaC
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Temperature monitoring

For 70 years Trafag thermostats have proven their robustness in order to withstand the most adverse environ-
mental conditions. industry usage ranges from air conditioning applications to engine and ship manufactur-
ing and even to offshore oil and gas platform production. The appeal of Trafag thermostats lies in their high 
switching point precision even after decades of operation under harsh conditions without maintenance. Trafag 
thermostats are available in various sensor and housing versions, with various ex and ship approvals as well 
as in railway-compliant versions.

Measurement principle
a capillary tube filled with liquid reacts to a temperature change 
as a result of the principle of thermal expansion. This expansion is 
detected using a precision structure which switches one or multi-
ple microswitches.

Design variations
 N With internal or external temperature set-point adjustment
 N internal or external measuring scale
 N With or without a manual reset switch
 N With or without switching differential adjustment
 N Switch designs for inside or outside applications
 N optional capillary tube safeguard
 N Single or double-step circuit
 N Ce, eX or ship certifications

Sensor systems and accessories
 N Sensors that are fixed or can be mounted freely
 N Copper (Cu), Cu nickel-plated or stainless steel sensor material
 N nickel-plated bronze or stainless steel protective sensor tube
 N additional capillary tube protection

www.trafag.com/productfinder
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Accessories

Trafag offers a wide range of original accessories which are ideally matched to our products. These include 
devices for monitoring or configuring transmitters such as hand pumps with precision pressure gauge or the 
Sensor Communicator, a handheld device which provides direct access to the calibration values of the trans-
mitter in the Trafag aSiC. Trafag also offers a wide range of accessories meet specific application requirements 
and also make installation easier. They include diagnostic valve manifolds, snubbers and pressure peak 
damping elements for measuring pressure, or protective pipes for thermostats.

Accessories for temperature measuring instruments  
 N protection tubes for direct mounting and remote sensors
 N Duct mounting bracket
 N Capillary tube holder
 N mounting brackets
 N Screwed cable glands, ship approved, for retrofit
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Thermostats

A/AS/ASE
645/650

ADS
319

A2/A2S
198/199

IA/IAS
409/419

MSK
624/634

MP/MSP
663/664

MST
624/634

M/MS
624/634

MS...R
630/632

F/F...R
990/991/992/993

GS
657/658

D...R
302

M2S
104/114

page 15 page 20 page 25 page 30 page 35 page 40 page 45 page 50 page 56 page 61 page 65 page 70 page 75

page 15

Designation of 
application

room thermostat Double room thermostat multistage room 
thermostat

industrial room 
thermostat

Duct thermostat pipe mounting 
thermostat

Direct mounting 
thermostat

remote sensing 
thermostat

remote sensing 
thermostat with limiter

Frost protection 
thermostat

remote sensing 
thermostat

Double thermostat with 
remote sensor and 
limiter

multistage thermostat 
with remote sensor

Measuring 
range

-45°C ... +15°C to 
0°C ... +60°C 

-30°C ... +30°C to 
0°C ... +60°C

-45°C ... +15°C to 
0°C ... +60°C

-30°C ... +30°C to 
0°C ... +60°C

-30°C ... +40°C to 
+20°C ... +110°C

-10°C ... +35°C to 
+20°C ... +110°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

-5°C ... +15°C +5°C ... +95°C and 
+20°C ... +150°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

Output signal Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Switching 
differential

adjustable / 
not adjustable

adjustable /  
not adjustable

not adjustable adjustable / 
not adjustable

adjustable / not 
adjustable

adjustable / not 
adjustable

adjustable / 
not adjustable

adjustable / 
not adjustable

not adjustable not adjustable not adjustable adjustable / not 
adjustable

not adjustable

Ambient 
temperature 

-30°C ... +70°C -30°C ... +70°C -30°C ... +70°C -30°C ... +70°C -30°C ... +70°C -30°C ... +70°C -30°C ...+70°C -30°C ...+70°C -30°C ...+70°C max. operating 
temperature: +70°C 
min. operating 
temperature: switch 
point + 2°C

-30°C ... +70°C -30°C ...+70°C -30°C ...+70°C

Protection ip54 ip54 ip54 ip65 ip54 ip54 ip54 ip54 ip54 ip 54 ip54 ip54 ip54

Applications HVaC 
refrigeration 
 

HVaC 
refrigeration 
 

HVaC 
refrigeration

HVaC HVaC process technology 
Water treatment

machine tools 
HVaC
process technology 
Water treatment 

railways 
machine tools
HVaC 
refrigeration 
process technology 

railways 
machine tools
HVaC 
refrigeration 
process technology 

HVaC 
refrigeration

process technology HVaC 
refrigeration

machine tools 
HVaC
refrigeration 
process technology 

Approval / 
conformity

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en 60730-1/ en 
60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

Type of 
protection

             

Data sheet www.trafag.com/H72170 www.trafag.com/H72146 www.trafag.com/H72137 www.trafag.com/H72116 www.trafag.com/H72177 www.trafag.com/H72175 www.trafag.com/H72174 www.trafag.com/H72172 www.trafag.com/H72173 www.trafag.com/H72123 www.trafag.com/H72179 www.trafag.com/H72142 www.trafag.com/H72139

Instructions www.trafag.com/H73624 www.trafag.com/H73170 www.trafag.com/H70311 www.trafag.com/H73111 www.trafag.com/H73624 www.trafag.com/H73663 www.trafag.com/H73624 www.trafag.com/H73624 www.trafag.com/H73624 www.trafag.com/H70821 www.trafag.com/H73624 www.trafag.com/H73170 www.trafag.com/H70311

www.trafag.com/productfinder
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A/AS/ASE
645/650

ADS
319

A2/A2S
198/199

IA/IAS
409/419

MSK
624/634

MP/MSP
663/664

MST
624/634

M/MS
624/634

MS...R
630/632

F/F...R
990/991/992/993

GS
657/658

D...R
302

M2S
104/114
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page 15

Designation of 
application

room thermostat Double room thermostat multistage room 
thermostat

industrial room 
thermostat

Duct thermostat pipe mounting 
thermostat

Direct mounting 
thermostat

remote sensing 
thermostat

remote sensing 
thermostat with limiter

Frost protection 
thermostat

remote sensing 
thermostat

Double thermostat with 
remote sensor and 
limiter

multistage thermostat 
with remote sensor

Measuring 
range

-45°C ... +15°C to 
0°C ... +60°C 

-30°C ... +30°C to 
0°C ... +60°C

-45°C ... +15°C to 
0°C ... +60°C

-30°C ... +30°C to 
0°C ... +60°C

-30°C ... +40°C to 
+20°C ... +110°C

-10°C ... +35°C to 
+20°C ... +110°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

-5°C ... +15°C +5°C ... +95°C and 
+20°C ... +150°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

Output signal Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Switching 
differential

adjustable / 
not adjustable

adjustable /  
not adjustable

not adjustable adjustable / 
not adjustable

adjustable / not 
adjustable

adjustable / not 
adjustable

adjustable / 
not adjustable

adjustable / 
not adjustable

not adjustable not adjustable not adjustable adjustable / not 
adjustable

not adjustable

Ambient 
temperature 

-30°C ... +70°C -30°C ... +70°C -30°C ... +70°C -30°C ... +70°C -30°C ... +70°C -30°C ... +70°C -30°C ...+70°C -30°C ...+70°C -30°C ...+70°C max. operating 
temperature: +70°C 
min. operating 
temperature: switch 
point + 2°C

-30°C ... +70°C -30°C ...+70°C -30°C ...+70°C

Protection ip54 ip54 ip54 ip65 ip54 ip54 ip54 ip54 ip54 ip 54 ip54 ip54 ip54

Applications HVaC 
refrigeration 
 

HVaC 
refrigeration 
 

HVaC 
refrigeration

HVaC HVaC process technology 
Water treatment

machine tools 
HVaC
process technology 
Water treatment 

railways 
machine tools
HVaC 
refrigeration 
process technology 

railways 
machine tools
HVaC 
refrigeration 
process technology 

HVaC 
refrigeration

process technology HVaC 
refrigeration

machine tools 
HVaC
refrigeration 
process technology 

Approval / 
conformity

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en 60730-1/ en 
60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

Type of 
protection

             

Data sheet www.trafag.com/H72170 www.trafag.com/H72146 www.trafag.com/H72137 www.trafag.com/H72116 www.trafag.com/H72177 www.trafag.com/H72175 www.trafag.com/H72174 www.trafag.com/H72172 www.trafag.com/H72173 www.trafag.com/H72123 www.trafag.com/H72179 www.trafag.com/H72142 www.trafag.com/H72139

Instructions www.trafag.com/H73624 www.trafag.com/H73170 www.trafag.com/H70311 www.trafag.com/H73111 www.trafag.com/H73624 www.trafag.com/H73663 www.trafag.com/H73624 www.trafag.com/H73624 www.trafag.com/H73624 www.trafag.com/H70821 www.trafag.com/H73624 www.trafag.com/H73170 www.trafag.com/H70311
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L/LF
736/754

L...R
755

I/IS
404/414

IS...R
410/412

ISN/ISNT
471/472

ISP/ISPT
474

 EXS
404/414

EXAS
409/419

«Simple Apparatus» 
conformity to ATEX  
414

«Simple Apparatus» 
conformity to ATEX  
419

page 81 page 86 page 91 page 97 page 103 page 109 page 115 page 121 page 126 page 132

Designation of 
application

remote sensing 
thermostat, skeleton 
type

remote sensing 
thermostat with limiter, 
skeleton type

industrial thermostat 
with remote sensor

industrial thermostat 
with remote sensor and 
limiter

Thermostat for 
shipbuilding

Compact thermostat for 
shipbuilding 

ex industrial thermostat  
with remote sensor

ex industrial room 
thermostat

industrial room 
thermostat with remote 
sensor

industrial room 
thermostat

Measuring 
range

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

+20°C ... +110°C to 
+40°C ... +300°C

+5°C ... +95°C to 
+20°C ... +150°C

-30°C ... +40°C to 
+70°C ... +350°C°C

-30°C ... +30°C to 
0°C ... +60°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +30°C to 
0°C ... +60°C

Output signal Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Switching 
differential

adjustable / 
not adjustable

not adjustable adjustable / 
not adjustable

not adjustable not adjustable not adjustable not adjustable not adjustable not adjustable not adjustable

Ambient 
temperature 

-30°C ...+70°C -30°C ...+70°C -30°C ...+70°C -30°C ...+70°C -30°C ...+70°C -30°C ... +70°C -30°C ...+70°C -30°C ... +60°C -30°C ...+70°C -30°C ... max. +65°C

Protection ip00 ip00 ip65 ip65 ip65 ip65 ip65 ip65 ip65 ip65

Applications machine tools machine tools railways 
machine tools

machine tools 
process technology

Shipbuilding 
engine manufacturing
railways 

Shipbuilding 
engine manufacturing
railways 
Hydraulics 
HVaC  

x ii 2 g / D  x ii 2 g / D potentially hazardous 
areas 

potentially hazardous 
areas 

Approval / 
conformity

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H 

en60730-1/ 
en60730-2-9: Typ 2.B.H

aBS, BV, CCS, DnV, gL, 
KrS, LrS, rina, rmrS 
en60730-1/ 
en60730-2-9: Typ 2.B.H

aBS, BV, CCS, DnV, gL, 
KrS, LrS, nKK, rina, 
rmrS 
en60730-1/ 
en60730-2-9: Typ 2.B.H

SeV 15 aTeX 0156 X 
ieCex SeV 17.0010X

SeV 15 aTeX 0156 X 
ieCex SeV 17.0010X

en60730-1/ 
en60730-2-9: Typ 2.B.H 
en60079-0, en60079-11 
Zone 1 and 2, 21 and 22

en60730-1/ 
en60730-2-9: Typ 2.B.H 
en60079-0, en60079-11 
Zone 1 and 2, 21 and 22

Type of 
protection

      areas with gas explosion 
hazards: 
ii 2g ex db eb iiC T6 gb; 
areas with dust 
explosion hazards: 
ii 2D ex tb iiiC T80°C Db

areas with gas explosion 
hazards: 
ii 2g ex db eb iiC T6 gb; 
areas with dust 
explosion hazards: 
ii 2D ex tb iiiC T80°C Db

  

Data sheet www.trafag.com/H72122 www.trafag.com/H72124 www.trafag.com/H72110 www.trafag.com/H72138 www.trafag.com/H72111 www.trafag.com/H72113 www.trafag.com/H72108 www.trafag.com/H72128 www.trafag.com/H72183 www.trafag.com/H72182

Instructions www.trafag.com/H70211 www.trafag.com/H70211 www.trafag.com/H73111 www.trafag.com/H73111 www.trafag.com/H73111 www.trafag.com/H73113 www.trafag.com/H73172 www.trafag.com/H73172 www.trafag.com/H73173 www.trafag.com/H73173

Thermostats

s  s  

www.trafag.com/productfinder
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xL/LF
736/754

L...R
755

I/IS
404/414

IS...R
410/412

ISN/ISNT
471/472

ISP/ISPT
474

 EXS
404/414

EXAS
409/419

«Simple Apparatus» 
conformity to ATEX  
414

«Simple Apparatus» 
conformity to ATEX  
419

page 81 page 86 page 91 page 97 page 103 page 109 page 115 page 121 page 126 page 132

Designation of 
application

remote sensing 
thermostat, skeleton 
type

remote sensing 
thermostat with limiter, 
skeleton type

industrial thermostat 
with remote sensor

industrial thermostat 
with remote sensor and 
limiter

Thermostat for 
shipbuilding

Compact thermostat for 
shipbuilding 

ex industrial thermostat  
with remote sensor

ex industrial room 
thermostat

industrial room 
thermostat with remote 
sensor

industrial room 
thermostat

Measuring 
range

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +40°C to 
+70°C ... +350°C

+20°C ... +110°C to 
+40°C ... +300°C

+5°C ... +95°C to 
+20°C ... +150°C

-30°C ... +40°C to 
+70°C ... +350°C°C

-30°C ... +30°C to 
0°C ... +60°C

-30°C ... +40°C to 
+70°C ... +350°C

-30°C ... +30°C to 
0°C ... +60°C

Output signal Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Floating change-over 
contact

Switching 
differential

adjustable / 
not adjustable

not adjustable adjustable / 
not adjustable

not adjustable not adjustable not adjustable not adjustable not adjustable not adjustable not adjustable

Ambient 
temperature 

-30°C ...+70°C -30°C ...+70°C -30°C ...+70°C -30°C ...+70°C -30°C ...+70°C -30°C ... +70°C -30°C ...+70°C -30°C ... +60°C -30°C ...+70°C -30°C ... max. +65°C

Protection ip00 ip00 ip65 ip65 ip65 ip65 ip65 ip65 ip65 ip65

Applications machine tools machine tools railways 
machine tools

machine tools 
process technology

Shipbuilding 
engine manufacturing
railways 

Shipbuilding 
engine manufacturing
railways 
Hydraulics 
HVaC  

x ii 2 g / D  x ii 2 g / D potentially hazardous 
areas 

potentially hazardous 
areas 

Approval / 
conformity

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H

en60730-1/ 
en60730-2-9: Typ 2.B.H 

en60730-1/ 
en60730-2-9: Typ 2.B.H

aBS, BV, CCS, DnV, gL, 
KrS, LrS, rina, rmrS 
en60730-1/ 
en60730-2-9: Typ 2.B.H

aBS, BV, CCS, DnV, gL, 
KrS, LrS, nKK, rina, 
rmrS 
en60730-1/ 
en60730-2-9: Typ 2.B.H

SeV 15 aTeX 0156 X 
ieCex SeV 17.0010X

SeV 15 aTeX 0156 X 
ieCex SeV 17.0010X

en60730-1/ 
en60730-2-9: Typ 2.B.H 
en60079-0, en60079-11 
Zone 1 and 2, 21 and 22

en60730-1/ 
en60730-2-9: Typ 2.B.H 
en60079-0, en60079-11 
Zone 1 and 2, 21 and 22

Type of 
protection

      areas with gas explosion 
hazards: 
ii 2g ex db eb iiC T6 gb; 
areas with dust 
explosion hazards: 
ii 2D ex tb iiiC T80°C Db

areas with gas explosion 
hazards: 
ii 2g ex db eb iiC T6 gb; 
areas with dust 
explosion hazards: 
ii 2D ex tb iiiC T80°C Db

  

Data sheet www.trafag.com/H72122 www.trafag.com/H72124 www.trafag.com/H72110 www.trafag.com/H72138 www.trafag.com/H72111 www.trafag.com/H72113 www.trafag.com/H72108 www.trafag.com/H72128 www.trafag.com/H72183 www.trafag.com/H72182

Instructions www.trafag.com/H70211 www.trafag.com/H70211 www.trafag.com/H73111 www.trafag.com/H73111 www.trafag.com/H73111 www.trafag.com/H73113 www.trafag.com/H73172 www.trafag.com/H73172 www.trafag.com/H73173 www.trafag.com/H73173

x  x  x  x  
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Temperature transmitter

DTP
8180

T
8100

 page 135

Measuring principle pT 1000, Din en 60751 class a,  
2 conductors

pT100 (with/without)

Measuring range -50°C ... +150°C / -58°F ... 302°F 
adjustable

-50°C to +550°C

Output signal 4 ... 20 ma, 0 ... 5 VDC, 1 ... 6 VDC, 
0 ... 10 VDC, switchable ma or V

4 ... 20 ma

Accuracy 
@ 25°C  typ.

± 0.5 % FS typ.
+ temperature sensor error

 

Ambient 
temperature 

-25°C ... +85°C -40°C ... +85°C

Media temperature  -50°C ... +550°C

Protection ip67 min. ip65

Sensor
(wetted parts)

1.4404/1.4435 (aiSi316L)  1.4435/316L,
mgo

Pressure connection 
(wetted parts)

  

Housing Steel, die cast metal galvanised 
display housing plastic

 alSi10mg/ epoxy coated

Process connections g1/8” m,  
g1/4” m,  
g1/2” m, 
1/4” npT m, 
1/2” npT m, 
Tri-Clamp Din 32676, 
Sanitary fitting Din 11851

 

Electrical 
connections  

male electrical plug m12x1, 5-pole; 
male electrical plug m12x1, 4-pole 

 

Applications machine tools 
Hydraulic power units
Cooling and lubrication systems 
HVaC 
process technology 

Shipbuilding 
railways
HVaC 
refrigeration 

Approval / 
conformity

 aBS

Data sheet www.trafag.com/H72352 www.trafag.com/H72102

Instructions www.trafag.com/H73352 www.trafag.com/H73102

s  

To accessories
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A/AS/ASE 645/650

 N HVaC
 N refrigeration

Applications
 N Switching differential adjustable or fixed
 N Short response time
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pres-
sure and temperature. 

Technical Data

Designation of applica-
tion

room thermostat Switching differential adjustable / not adjustable

measuring range -45°C ... +15°C to 0°C ... +60°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Product 
No.

Type Code  Temperature range
[°C]

Switching differential
[°C]

Operating temperature
[°C]

a30 645 2503 402 19 0 ... +30 0.7 ... 6 (adjustable) -30 ... +50
a33 645 2502 402 19 -30 ... +30 0.7 ... 6 (adjustable) -30 ... +40
a40 645 2504 402 19 +10 ... +40 0.7 ... 6 (adjustable) -30 ... +70
a60 645 2512 402 19 0 ... +60 0.7 ... 6 (adjustable) -30 ... +70
aS30 650 2503 402 19 0 ... +30 0.7 ... 6 (adjustable) -30 ... +50
aS33 650 2502 402 19 -30 ... +30 0.7 ... 6 (adjustable) -30 ... +40
aS40 650 2504 402 19 +10 ... +40 0.7 ... 6 (adjustable) -30 ... +70
aS60 650 2512 402 19 0 ... +60 0.7 ... 6 (adjustable) -30 ... +70
aSe40 650 2404 402 19 0000 0000 00 00 00 01 +10 ... +40 5 (fixed) -30 ... +70

Standard products (extra short lead time)

Ordering information/type code

XXX XX XX XXX XX XX
Custom 
build code

external adjustment 645

internal adjustment 650

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, not adjustable 21

adjustable large switching differential 24

adjustable standard switching differential 25

Range Range
[°C]

Operating temperature
[°C]

-45 ... +15 1) -45 ... +30 05

-30 ... +30 -30 ... +40 02

-20 ... +40 1) -30 ... +50 06

0 ... +30 -30 ... +50 03

+10 ... +40 -30 ... +70 04

0 ... +60 -30 ... +70 12

Sensor Stainless steel (1.4435 / aiSi316L) 401

Copper 402

Copper nickel plated 403

Fixing 2) Console 19

  

Accessories Switchpoint locking 1) 15

Switchpoint fixed and sealed upon customer’s request 1) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 1) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

railway version ieC 61373, category 2 28

outdoor application (vented) 44

Cover with window 77

1) only with type 650 internal adjustment
2) See data sheet H72106

Back to overviewwww.trafag.com/productfinder page 16/171
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A/AS/ASE 645/650
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential see table

Environmental conditions ambient temperature see ordering information

Storage temperature range < +40°C: -30...+50°C 
range > +40°C: -30...+85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing see ordering information

Filling Liquid

Housing pC/aBS-Blend V0

Screwed cable gland pa, polyamid

installation any position

Weight ~ 300 g

Microswitch rating see table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microswitch 10/11/25:  20 mio. cycles 
microswitch 21: 0.5 mio. cycles 
microswitch 24:  0.3 mio. cycles

Electrical connection Cable gland m16x1.5 
Cable-Ø 4...9 mm

Terminal screw 3 x 1...2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72170
instructions www.trafag.com/H73624
Flyer www.trafag.com/H70961
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Dimensions

98
25

8

60

M16 x 1.5
SW17

96

20

15

10

5

25

30 0

645.XXXX.XXX.XX.XX

66.3
2.848.515

 

98
25

8

60

M16 x 1.5
SW17

96

650.XXXX.XXX.XX.XX

66.3
2.848.515

 

76.5

60

2x Ø 5.2

45
.72

2

2

21

6XX.XXXX.XXX.19.XX

 

  

  

Back to overviewwww.trafag.com/productfinder page 18/171

www.trafag.com/productfinder


H72170k

A/AS/ASE 645/650

  page 19/19 

Switching differential typ.

Range [°C] –45 ... +15 
–30 ... +30 
–20 ... +40 

0 ... +30 
+10 ... +40 

0 ... +60
Microswitch 10 
Switching differential 
(fixed value, not adjustable)

[°C] 0.3

Microswitch 11 
Switching differential 
(fixed value, not adjustable)

[°C] 0.7

Microswitch 21 
Switching differential 
(fixed value, not adjustable)

[°C] 0.7

Microswitch 24 
Switching differential (adjustable value)

[°C] 3 ... 10

Microswitch 25 
Switching differential (adjustable value)

[°C] 0.7 ... 6

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

25 adjustable standard switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (2.5) a

24 adjustable large switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3 (0.2) a 
125 V, 0.75 (0.4) a 

30 V, 15 (1.5) a 
14 V, 15 (1.5) a

Electrical Connection 

2=
14= 42

645/650

www.trafag.com/H72170 page 19/171
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ADS 319

 N HVaC
 N refrigeration

Applications
 N With 2 individual measuring systems
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pres-
sure and temperature. 

Technical Data

Designation of applica-
tion

Double room thermostat Switching differential adjustable / not adjustable

measuring range -30°C ... +30°C to 0°C ... +60°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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ADS 319

  page 21/24

Product No. Type Code Temperature range
[°C]

Switching differential
[°C]

Operating temperature
[°C]

aDS30 319 2503 402 19 0 ... +30 0.7 ... 6 (adjustable) -30 ... +50
aDS33 319 2502 402 19 -30 ... +30 0.7 ... 6 (adjustable) -30 ... +40
aDS60 319 2512 402 19 0 ... +60 0.7 ... 6 (adjustable) -30 ... +70

Standard products (extra short lead time)

Ordering information/type code

319 . XX XX XXX XX XX
Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, switching differential not adjustable 21

adjustable standard switching differential 25

Range Range
[°C]

Operating temperature
[°C]

-30 ... +30 -30 ... +40 02

-20 ... +40 -30 ... +50 06

0 ... +30 -30 ... +50 03

+10 ... +40 -30 ... +70 04

0 ... +60 -30 ... +70 12

Sensor Copper 402

Copper nickel plated 403

Fixing 2) mounting bracket 19

  

Accessories Switchpoint locking 15

Switchpoint fixed and sealed upon customer’s request 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

railway version ieC 61373, category 2 28

outdoor application (vented) 44

2) See data sheet H72106
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential see table

Environmental conditions ambient temperature see ordering information

Storage temperature range < +40°C: -30...+50°C 
range > +40°C: -30...+85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing see ordering information

Filling Liquid

Housing noryl

Screwed cable gland pa, polyamid

installation any position

Weight ~ 220 g

Microswitch rating see table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microswitch 10/11/25: 20 mio. cycles 
microswitch 21: 0.5 mio. cycles

Electrical connection Cable gland pg13.5 
Cable-Ø 5...12.5 mm

Terminal screw 3 x 1...2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72146
instructions www.trafag.com/H73170
Flyer www.trafag.com/H70960
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Dimensions

98

98
20 PG 13.5

170
36

319.XXXX.XXX.XX.XX

67

 

76.5

60

2x Ø 5.2

45
.72

2

2

21

319.XXXX.XXX.19.XX
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Switching differential typ.

Range [°C] –30 ... +30 
–20 ... +40 

0 ... +30 
+10 ... +40 

0 ... +60
Microswitch 10 
Switching differential 
(fixed value, not adjustable)

[°C] 0.3

Microswitch 11 
Switching differential 
(fixed value, not adjustable)

[°C] 0.7

Microswitch 21 
Switching differential 
(fixed value, not adjustable)

[°C] 0.7

Microswitch 25 
Switching differential (adjustable value)

[°C] 0.7 ... 6

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

25 adjustable standard switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (2.5) a

Electrical Connection 

2=
13= 32

2=
13= 32

319
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A2/A2S 198/199

 N HVaC
 N refrigeration

Applications
 N With 1 adjustable step between 2 stages
 N Short response time
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pres-
sure and temperature. 

Technical Data

Designation of applica-
tion

multistage room thermostat Switching differential not adjustable

measuring range -45°C ... +15°C to 0°C ... +60°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Product No. Type Code  Temperature 
range
[°C]

Switching 
differential
[°C]

Smallest stage 
difference
[°C]

Largest stage 
difference
[°C]

Operating 
temperature
[°C]

a230 199 1103 402 19 0 ... +30 0.7 (fixed) -6 15 -30 ... +50
a233 199 1102 402 19 -30 ... +30 0.7 (fixed) -6 15 -30 ... +40
a260 199 1112 402 19 0 ... +60 0.7 (fixed) -6 15 -30 ... +70
a2S30 198 1103 402 19 0 ... +30 0.7 (fixed) -6 15 -30 ...+50
a2S33 198 1102 402 19 -30 ... +30 0.7 (fixed) -6 15 -30 ... +40
a2S60 198 1112 402 19 0 ... +60 0.7 (fixed) -6 15 -30 ... +70

Standard products (extra short lead time)

Ordering information/type code

XXX XX XX XXX XX XX
Custom 
build code

internal adjustment 198

external adjustment 199

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, switching differential not adjustable 21

Range Range
[°C]

Operating temperature
[°C]

-45 ... +15 -45 ... +30 05

-30 ... +30 -30 ... +40 02

-20 ... +40 -30 ... +50 06

0 ... +30 -30 ... +50 03

+10 ... +40 -30 ... +70 04

0 ... +60 -30 ... +70 12

Sensor Stainless steel (1.4435 / aiSi316L) 401

Copper 402

Copper nickel plated 403

Fixing 2) mounting bracket 19

  

Accessories Switchpoint locking 1) 15

Switchpoint fixed and sealed upon customer’s request 1) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 1) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

railway version ieC 61373, category 2 28

outdoor application (vented) 44
Desired stage difference to be indicated when ordering (without indication = switches synchronous) 
     Switch 1 on scale, difference switch 2 to scale -6 °C...+15 °C 
minimum distance between switches: 
     Switch 10: ±1 °C 
     Switch 11/21: ±2 °C

 

1) only with type 198, internal adjustment
2) See data sheet H72106
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential see table

Environmental conditions ambient temperature see ordering information

Storage temperature range < +40°C: -30...+50°C 
range > +40°C: -30...+85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing see ordering information

Filling Liquid

Housing noryl

Screwed cable gland pa, polyamid

installation any position

Weight ~ 480 g

Microswitch rating see table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microswitch 10/11: 20 mio. cycles 
microswitch 21: 0.5 mio. cycles

Electrical connection Cable gland pg13.5 
Cable-Ø 5...12.5 mm

Terminal screw 6 x 1...2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72137
instructions www.trafag.com/H70311
Flyer www.trafag.com/H70962

www.trafag.com/H72137 page 27/171

www.trafag.com/H72137


H72137l

A2/A2S 198/199

  page 28/29 

Dimensions
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Switching differential typ.

Range [°C] –45 ... +15 
–30 ... +30 
–20 ... +40 

0 ... +30 
+10 ... +40 

0 ... +60
Microswitch 10 
Switching differential (fixed value, not adjustable)

[°C] 0.3

Microswitch 11 
Switching differential (fixed value, not adjustable)

[°C] 0.7

Microswitch 21 
Switching differential (fixed value, not adjustable)

[°C] 0.7

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

Electrical Connection 

1 32 1 32
Switch 1, 
on scale

Stage adjustable 

Switch 2, 
+ or – to 
switch 1
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IA/IAS 409/419

 N HVaC

Applications
 N Compact design
 N rugged housing
 N protection ip65
 N any mounting position possible

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

industrial room thermostat Switching differential adjustable / not adjustable

measuring range -30°C ... +30°C to 0°C ... +60°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Product No. Type Code  Temperature range
[°C]

Switching differential
[°C]

Operating temperature
[°C]

ia33 409 2502 522 27 -30 ... +30 0.7 ... 6 (adjustable) -30 ... +40
ia35 409 2510 522 27 +5 ... +35 0.7 ... 6 (adjustable) -30 ... +50
ia60 409 2512 522 27 0 ... +60 0.7 ... 6 (adjustable) -30 ... +70
iaS33 419 2502 522 27 -30 ... +30 0.7 ... 6 (adjustable) -30 ... +40
iaS35 419 2510 522 27 +5 ... +35 0.7 ... 6 (adjustable) -30 ... +50
iaS60 419 2512 522 27 0 ... +60 0.7 ... 6 (adjustable) -30 ... +70

Standard products (extra short lead time)

Ordering information/type code

XXX XX XX XXXXXX XX
Custom 
build code

external adjustment 409

internal adjustment 419

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, switching differential not adjustable 21

adjustable standard switching differential 25

Range Range
[°C]

Operating temperature
[°C]

-30 ... +30 -30 ... +40 02

-20 ... +40 -30 ... +50 06

+5 ... +35 -30 ... +70 10

0 ... +60 -30 ... +70 12

Sensor 1) / 
Fixing 2)

Sensor: Copper; Fixation: Bracket (open sensor coil) 522.27

Sensor: Copper nickel plated; Fixation: Bracket (open sensor coil) 523.27

Sensor: Copper; Fixation: Bracket, with protection tube L=215mm, steel nickel plated                                                                                    422.27.2743.0215 

Sensor: Copper nickel plated; Fixation: Bracket, with protection tube L=215mm, steel nickel plated                                                           423.27.2743.0215

Accessories Switchpoint locking 3) 15

Switchpoint fixed and sealed upon customer’s request 3) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 3) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

railway version ieC 61373, category 2 28

outdoor application (vented) 44

1) See data sheet H72114/H72163
2) See data sheet H72106
3) only with type 419, internal adjustment
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Environmental conditions ambient temperature see ordering information

Storage temperature range ≤ +40°C: -30 ... +50°C 
range > +40°C: -30 ... +85°C

protection ip65

Humidity max. 95% relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing alSi9Cu3, coated

Screwed cable gland Brass nickel plated

installation any position

Weight ~ 950 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV / u ≤ 500V: 2 kV terminal 
ground

Life time (mechanical) microswitch 10/11/25: 20 mio. cycles 
microswitch 21: 0.5 mio. cycles

Electrical connection Cable gland m20x1.5 
Cable-Ø 4...10 mm

Terminal screw 3 x 1...2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72116
instructions www.trafag.com/H73111
Flyer www.trafag.com/H70964
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Dimensions

75

100
87

6.2 x 10.2

11
5

40

M
20

 x 
1.

5

78

97
.5

22

2

°C

409.XXXX.52X.27...

78

2

99

419.XXXX.52X.27...

75

100
87

6.2 x 10.2

11
5

40

M
20

 x 
1.

5 

4X9.XXXX.42X.27.2743.0215

5.5

accessory 14 

78

97
.5

62
.5

22
35

20
75

100
86

6.
2 

x 1
0.

2

11
5

40

21
5

40

M
20

 x 
1.

5

Ø 17.5

www.trafag.com/H72116 page 33/171

www.trafag.com/H72116


H72116l

IA/IAS 409/419

  page 34/34 

Switching differential typ.

Range [°C] –30 ... +30 
–20 ... +40 
+5 ... +35 
0 ... +60

Microswitch 10 
Switching differential (fixed value, not adjustable)

[°C] 0.3

Microswitch 11 
Switching differential (fixed value, not adjustable)

[°C] 0.7

Microswitch 21 
Switching differential (fixed value, not adjustable)

[°C] 0.7

Microswitch 25 
Switching differential (adjustable value)

[°C] 0.7 ... 6

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

25 adjustable standard switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (2.5) a

Electrical Connection 

2=
13= 32

409 / 419
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MSK 624/634

 N HVaC

Applications
 N Short response time
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pres-
sure and temperature. 

Technical Data

Designation of applica-
tion

Duct thermostat Switching differential adjustable / not adjustable

measuring range -30°C ... +40°C to +20°C ... +110°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

XXX XX XX XXX XX XX
Custom 
build code

external adjustment 624

internal adjustment 634

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, not adjustable 21

adjustable large switching differential 24

adjustable standard switching differential 25

Range Range
[°C]

Sensor max.
[°C]

-30 ... 40 45 01

-10 ... 25 3) 50 07

0 ... 35 50 09

15 ... 30 60 17

10 ... 45 85 11

10 ... 80 3) 100 13

5 ... 95 105 20

20 ... 110 3) 115 23

Sensor 1)
Range Sensor diameter

[mm] Sensor material

20,23 Ø7 Copper 322

20,23 Ø9 Copper 332

Range Sensor diameter
[mm] Sensor material

01, 07, 09, 11, 
13, 17 Ø7 Copper 422

01, 07, 09, 11, 
13, 17 Ø9 Copper 432

Fixing 2) With spring tube and flange, for direct mounting, Ø 16.5 x 200mm 30

  

Accessories Switchpoint locking 3) 15

Switchpoint fixed and sealed upon customer’s request 3) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 3) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensator over pin 1-2 12

Condensator over pin 1-3 13

Condensators over pin 1-2 / 1-3 23

railway version ieC 61373, category 2 28

outdoor application (vented) 44

Cover with window 77

1) See data sheet H72114/H72163
2) See data sheet H72106
3) only with type 634 internal adjustment
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Product No. Type Code Sensor material  Temperature range
[°C]

Switching differential
[°C]

Sensor max.
[°C]

mSK35 634 2509 432 30 Copper 0 ... +35 0.7 ... 10 (adjustable) 50
mSK40 634 2501 432 30 Copper -30 ... +40 0.7 ... 10 (adjustable) 45
mSK80 634 2513 432 30 Copper +10 ... +80 0.7 ... 10 (adjustable) 100

Standard products (extra short lead time)

Dimensions
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential see table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature -30 ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensor temperature)

Storage temperature range ≤ +45°C: -30...+50°C 
range > +45°C: -30...+85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing pC/aBS-Blend V0

Screwed cable gland pa, polyamid

installation any position

Weight ~ 220 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microrupteur 10/11/25:   20 mio. cycles 
microswitch 21: 0.5 mio. cycles 
microswitch 24:  0.3 mio. cycles

Electrical connection Cable gland m16x1.5 
Cable-Ø 4...9 mm

Terminal screw 3 x 1...2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72177
instructions www.trafag.com/H73624
Flyer www.trafag.com/H70957
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Switching differential typ.

Range [°C] –30 ... +40 
–10 ... +25 

0 ... +35 
+15 ... +30 
+10 ... +45 
+10 ... +80

+5 ... +95 
+20 ... +110

Microswitch 10 
Switching differential (fixed value, not adjustable)

[°C] 0.3 0.8

Microswitch 11/21 
Switching differential (fixed value, not adjustable)

[°C] 0.7 2

Microswitch 24 
Switching differential (adjustable value)

[°C] 4 ... 21 5.5 ... 26

Microswitch 25 
Switching differential (adjustable value)

[°C] 0.7 ... 10 2 ... 12

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

25 adjustable standard switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (2.5) a

24 adjustable large switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3 (0.2) a 
125 V, 0.75 (0.4) a 

30 V, 15 (1.5) a 
14 V, 15 (1.5) a

Electrical Connection 

2=
14= 42

2=
14= 42

with accessory23 624/634
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MP/MSP 663/664

 N process technology
 N Water treatment

Applications
 N For pipe or barrel mounting
 N Short response time
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pres-
sure and temperature. 

Technical Data

Designation of applica-
tion

pipe mounting thermostat Switching differential adjustable / not adjustable

measuring range -10°C ... +35°C to +20°C ... +110°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

XXX XX XX XXX XX XX
Custom 
build code

external adjustment 663

internal adjustment 664

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

adjustable standard switching differential 25

Range Range
[°C]

Sensor max.
[°C]

-10 ... 35 50 94

-10 ... 80 1) 85 95

0 ... 45 1) 85 93

10 ... 55 1) 85 22

5 ... 95 105 20

20 ... 110 1) 115 23

Sensor Copper 502

Copper nickel plated 503

Fixing Standard with strap 00

  

Accessories Switchpoint locking 1) 15

Switchpoint fixed and sealed upon customer’s request 1) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 1) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensator over pin 1-2 12

Condensator over pin 1-3 13

Condensators over pin 1-2 / 1-3 23

outdoor application (vented) 44

Cover with window 77

1) only with type 664 internal adjustment
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Product No. Type Code  Temperature range
[°C]

Switching differential
[°C]

Sensor max.
[°C]

mSp35 664 2594 502 00 -10 ... +35 3.7 ... 14 (adjustable) 50
mSp80 664 2595 502 00 -10 ... +80 3.7 ... 14 (adjustable) 85
mSp95 664 2520 502 00 +5 ... +95 3.7 ... 14 (adjustable) 105
mSp110 664 2523 502 00 +20 ... +110 3.7 ... 14 (adjustable) 115

Standard products (extra short lead time)

Dimensions
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Ø

 

 

 

The supplied strap (500mm) is sufficient for double winding upto pipe 
diameter of 65mm (2"), single winding upto pipe diameter 160mm. 
Determination of strap length: 
Strap length [mm] 
= 180 [mm] + 5 x øpipe [mm] (twice wound) 
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential microswitch 
10 (not adjustable): 2.5oC 
11 (not adjustable): 3.7oC 
25 (adjustable): 3.7...14oC

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature -30 ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensor temperature)

Storage temperature range ≤ +45°C: -30...+50°C 
range > +45°C: -30...+85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing pC/aBS-Blend V0

Screwed cable gland pa, polyamid

installation any position

Weight ~ 220 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) 20 mio. cycles

Electrical connection Cable gland m16x1.5 
Cable-Ø 4...9 mm

Terminal screw 3 x 1...2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72175
instructions www.trafag.com/H73663
Flyer www.trafag.com/H70958
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Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

25 adjustable standard switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (2.5) a

Electrical Connection 

2=
14= 42

2=
14= 42

with accessory 23663/664
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 N machine tools
 N HVaC
 N process technology
 N Water treatment

Applications
 N Short response time
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

Direct mounting thermostat Switching differential adjustable / not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

XXX XX XXXXXXXXX XXXX XXXX XX
Custom 
build code

external adjustment 624

internal adjustment 634

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, switching differential not adjustable 21

adjustable large switching differential 24

adjustable standard switching differential 25

Range Sensor material Sensor diameter
[mm]

Range
[°C]

Sensor max.
[°C]

Cu 7 -30...+40 45 01.422.12

Cu 2) 7 -10...+25 50 07.422.12

Cu 7 0...+35 50 09.422.12

Cu 7 +10...+45 85 11.422.12

Cu 2) 7 +10...+80 100 13.422.12

Cu 7 +15...+30 60 17.422.12

Cu 7 -10...+35 50 94.322.12

Cu 2) 7 -10...+80 85 95.322.12

Cu 7 +5...+95 105 20.322.12

Cu 2) 7 +20...+110 115 23.322.12

Cu 7 +20...+150 165 31.122.12

Cu 7 +20...+230 250 24.022.35

Cu 2) 7 +30...+300 330 53.022.35

Cu 7 +70...+350 380 54.022.35

Protection 
tube

For fixing option 12, brass nickel plated, g1/2” 1) 1216

For fixing option 12, stainless steel, g1/2” 1) 1211

For fixing option 35, brass nickel plated, g1/2” 1) 8316

For fixing option 35, stainless steel, g1/2” 1) 8411

Protection 
tube length

Suitable for sensor Protection tube length
[mm]

XX.122.XX 1) 110 0110

XX.122.XX; XX.322.XX 1) 150 0150

XX.122.XX; XX.322.XX; XX.422.XX 1) 200 0200

XX.122.XX; XX.322.XX; XX.422.XX 1) 400 0400

Accessories Switchpoint locking 2) 15

Switchpoint fixed and sealed upon customer’s request 2) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 2) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensator over pin 1-2 12

Condensator over pin 1-3 13

Condensators over pin 1-2 / 1-3 23

railway version ieC 61373, category 2 28

outdoor application (vented) 44

Cover with window 77

1) See data sheet H72114/H72163
2) only with type 634 internal adjustment
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Product No. Type Code Temperature 
range
[°C]

Protection tube 
length
[mm]

Switching differen-
tial
[°C]

Sensor max.
[°C]

mST8015 634 2595 322 12 1216 0150 -10 ... +80 150 2 ... 12 (adjustable) 85
mST8040 634 2595 322 12 1216 0400 -10 ... +80 400 2 ... 12 (adjustable) 85
mST9511 634 2520 332 12 1217 0110 +5 ... +95 110 2 ... 12 (adjustable) 105
mST9515 634 2520 322 12 1216 0150 +5 ... +95 150 2 ... 12 (adjustable) 105
mST9540 634 2520 322 12 1216 0400 +5 ... +95 400 2 ... 12 (adjustable) 105
mST15015 634 2531 122 12 1216 0150 +20 ... +150 150 2.5 ... 16 (adjustable) 165
mST15040 634 2531 122 12 1216 0400 +20 ... +150 400 2.5 ... 16 (adjustable) 165

Standard products (extra short lead time)

Dimensions
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www.trafag.com/H72174 page 47/171

www.trafag.com/H72174


H72174n

MST 624/634

  page 48/49 

Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range +45°C ... +250°C: -30°C ... +70°C 
range > + 250°C: -10°C ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensortemperature)

Storage temperature range ≤ +45°C: -30°C ...+50°C 
range > +45°C: -30°C ... +85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

protection tube See ordering information

Housing pC/aBS-Blend V0

Screwed cable gland polyamide (pa)

installation any position

Weight ~ 430 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microswitch 10/11/25: 20 mio. cycles 
microswitch 21: 0.5 mio. cycles 
microswitch 24: 0.3 mio. cycles

Electrical connection Cable gland m16x1.5 
Cable-Ø 4...9 mm

Terminal screw 3 x 1 ... 2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72174
instructions www.trafag.com/H73624
Flyer www.trafag.com/H70955

Back to overviewwww.trafag.com/productfinder page 48/171

www.trafag.com/productfinder


H72174n

MST 624/634

  page 49/49 

Switching differential typ.

Measuring range [°C] –30 ... +40 
–10 ... +25 

0 ... +35 
+15 ... +30 
+10 ... +45 
+10 ... +80

–10 ... +35 
–10 ... +80 
+5 ... +95 

+20 ... +110

+20 ... +150 +20 ... +230 +40 ... +300 
+70 ... +350

Microswitch 10: 
Switching differential not adjustable

[°C] 0.3 0.8 1 1.2 2

Microswitch 11/21: 
Switching differential not adjustable

[°C] 0.7 2 2.5 3 4

Microswitch 24: 
Switching differential adjustable

[°C] 4 ... 21 5.5 ... 26 7 ... 34 15 ... 65 18 ... 84

Microswitch 25: 
Switching differential adjustable

[°C] 0.7 ... 10 2 ... 12 2.5 ... 16 3 ... 32 4 ... 40

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

25 adjustable standard switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (2.5) a

24 adjustable large switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3 (0.2) a 
125 V, 0.75 (0.4) a 

30 V, 15 (1.5) a 
14 V, 15 (1.5) a

Electrical Connection 

2=
14= 42

2=
14= 42

624/634 with accessory 23
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Trafag sensors & controls
Switzerland

Industriestrasse 11
8608 Bubikon

Tel. +41 44 922 32 32
Fax +41 44 922 32 33

www.trafag.com
trafag@trafag.com
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M/MS 624/634

 N railways
 N machine tools
 N HVaC
 N refrigeration
 N process technology

Applications
 N Short response time
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

remote sensing thermostat Switching differential adjustable / not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

XXX XX XX XXX XX XXXXXXXXX XX XX
Custom 
build code

external adjustment 624

internal adjustment 634

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, switching differential not adjustable 21

adjustable large switching differential 24

adjustable standard switching differential 25

Range Range
[°C]

Sensor max.
[°C]

-30 ... 40 45 01

-10 ... 25 4) 60 07

0 ... 35 70 09

10 ... 45 85 11

10 ... 80 4) 100 13

15 ... 30 60 17

-10 ... 35 70 94

Range
[°C]

Sensor max.
[°C]

-10 ... 80 4) 85 95

5 ... 95 105 20

20 ... 110 4) 115 23

20 ... 150 165 31

20 ... 230 250 24

40 ... 300 4) 330 53

70 ... 350 380 54

Sensor 1) See table “ordering-no. for sensors” XXX

Fixing 2) nut m10 (for remote sensing version) 10

grubscrew locked, lateral (direct mounting version) 5) 12

Cap nut (for direct mounting version) 5) 14

angle bracket (for remote sensing version) 17

grubscrew locked with spacer (cooling element) (for direct mounting version) 18

mounting bracket (for remote sensing version) 19

Protection 
tube

See data sheet H72114/H72163 XXXX.XXXX

  

Accessories Switchpoint locking 4) 15

Switchpoint fixed and sealed upon customer’s request 4) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 4) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensator over pin 1-2 12

Condensator over pin 1-3 13

Condensators over pin 1-2 / 1-3 23

railway version ieC 61373, category 2 28

outdoor application (vented) 44

Cover with window 77

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary tube protection: Flexible metal tube 1.4541/V2a 91

Capillary tube protection: pVC tube 92

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 3)   

  

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) overlengths upon request
4) only with type 634 internal adjustment
5) media max. 150°C in continuous operation
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Product No. Type Code Sensor material Temperature 
range
[°C]

Switching differen-
tial
[°C]

Sensor max.
[°C]

m35 624 2509 422 19 Copper 0 ... +35 0.7 ... 10 (adjustable) 70
m40 624 2501 422 19 Copper -30 ... +40 0.7 ... 10 (adjustable) 45
m95 624 2520 322 19 Copper +5 ... +95 2 ... 12 (adjustable) 105
m150 624 2531 122 19 Copper +20 ... +150 2.5 ... 16 (adjustable) 165
m230S 624 2524 021 19 1.4435 (aiSi316L) +20 ... +230 3 ... 32 (adjustable) 250
m350S 624 2554 021 19 1.4435 (aiSi316L) +70 ... +350 4 ... 40 (adjustable) 380
mS35 634 2509 422 19 Copper 0 ... +35 0.7 ... 10 (adjustable) 70
mS40 634 2501 422 19 Copper -30 ... +40 0.7 ... 10 (adjustable) 45
mS95 634 2520 322 19 Copper +5 ... +95 2 ... 12 (adjustable) 105
mS150 634 2531 122 19 Copper +20 ... +150 2.5 ... 16 (adjustable) 165
mS230S 634 2524 021 19 1.4435 (aiSi316L) +20 ... +230 3 ... 32 (adjustable) 250
mS350S 634 2554 021 19 1.4435 (aiSi316L) +70 ... +350 4 ... 40 (adjustable) 380

Standard products (extra short lead time)

H72172m
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Sensor material       

Stainless steel                              Copper                            Copper nickel platedRange Sensor-Ø

01, 07, 09, 11, 13, 17 4.7  mm
7.0 mm
9.0 mm

421
412
422
432

413
423
433

94, 95, 20, 23 4.7  mm
7.0 mm
9.0 mm

311
321
331

312
322
332

313
323
333

31 4.7  mm
7.0 mm
9.0 mm

111
121
131

112
122
132

113
123
133

24, 53, 54 4.7  mm
7.0 mm
9.0 mm

011
021
031

012
022
032

013
023
033

Ordering no. for sensors
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range +45°C ... +250°C: -30°C ... +70°C 
range > + 250°C: -10°C ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensortemperature)

Storage temperature range ≤ +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing pC/aBS-Blend V0

Screwed cable gland polyamide (pa)

installation any position

Weight ~ 380 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microswitch 10/11/25: 20 mio. cycles 
microswitch 21: 0.5 mio. cycles 
microswitch 24: 0.3 mio. cycles

Electrical connection Cable gland m16x1.5 
Cable-Ø 4...9 mm

Terminal screw 3 x 1 ... 2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72172
instructions www.trafag.com/H73624
Flyer www.trafag.com/H70954
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Dimensions
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7.

5M16 x 1.5
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2x Ø 5.2
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Switching differential typ.

Measuring range [°C] –30 ... +40 
–10 ... +25 

0 ... +35 
+15 ... +30 
+10 ... +45 
+10 ... +80

–10 ... +35 
–10 ... +80 
+5 ... +95 

+20 ... +110

+20 ... +150 +20 ... +230 +40 ... +300 
+70 ... +350

Microswitch 10: 
Switching differential not adjustable

[°C] 0.3 0.8 1 1.2 2

Microswitch 11/21: 
Switching differential not adjustable

[°C] 0.7 2 2.5 3 4

Microswitch 24: 
Switching differential adjustable

[°C] 4 ... 21 5.5 ... 26 7 ... 34 15 ... 65 18 ... 84

Microswitch 25: 
Switching differential adjustable

[°C] 0.7 ... 10 2 ... 12 2.5 ... 16 3 ... 32 4 ... 40

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

25 adjustable standard switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (2.5) a

24 adjustable large switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3 (0.2) a 
125 V, 0.75 (0.4) a 

30 V, 15 (1.5) a 
14 V, 15 (1.5) a

Electrical connection 

2=
14= 42

2=
14= 42

624/634 with accessory 23
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Trafag sensors & controls
Switzerland

Industriestrasse 11
8608 Bubikon

Tel. +41 44 922 32 32
Fax +41 44 922 32 33

www.trafag.com
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MS...R 630/632

 N railways
 N machine tools
 N HVaC
 N refrigeration
 N process technology

Applications
 N external or internal resetting
 N Short response time
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

remote sensing thermostat with limiter Switching differential not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

XXX . XX XX XXX XX XXXXXXXXX XX XX
Custom 
build code

For increasing temperatures, internal resetting 630 . 12

For increasing temperatures, external resetting 632 . 12

Range Range
[°C]

Sensor max.
[°C]

-30 ... 40 45 01

-10 ... 25 60 07

0 ... 35 70 09

10 ... 45 85 11

10 ... 80 100 13

15 ... 30 60 17

-10 ... 35 70 94

Range
[°C]

Sensor max.
[°C]

-10 ... 80 85 95

5 ... 95 105 20

20 ... 110 115 23

20 ... 150 165 31

20 ... 230 250 24

40 ... 300 330 53

70 ... 350 380 54

Sensor 1) See table “ordering-no. for sensors” XXX

Fixing 2) nut m10 (for remote sensing version) 10

mounting bracket (for remote sensing version) 19

grubscrew locked, lateral (direct mounting version) 4) 12

Cap nut (for direct mounting version) 4) 14

grubscrew locked with spacer (cooling element) (for direct mounting version) 18

Protection 
tube

See data sheet H72114/H72163 XXXX.XXXX

  

Accessories Switchpoint locking 15

Switchpoint fixed and sealed upon customer’s request 88
Switchpoint preset upon customer’s request, no guarantee on 
switching accuracy 83

Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensator over pin 1-2 12

Condensator over pin 1-3 13

Condensators over pin 1-2 / 1-3 23

railway version ieC 61373, category 2 28

outdoor application (vented) 44

Cover with window 77

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary tube protection: Flexible metal tube 1.4541/V2a 91

Capillary tube protection: pVC tube 92

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 3)   

  

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) overlengths upon request
4) media max. 150°C in continuous operation

Sensor material       

Stainless steel                                    Copper                        Copper nickel platedRange Sensor-Ø

01, 07, 09, 11, 13, 17 4.7  mm
7.0 mm
9.0 mm

421
412
422
432

413
423
433

94, 95, 20, 23 4.7  mm
7.0 mm
9.0 mm

311
321
331

312
322
332

313
323
333

31 4.7  mm
7.0 mm
9.0 mm

111
121
131

112
122
132

113
123
133

24, 53, 54 4.7  mm
7.0 mm
9.0 mm

011
021
031

012
022
032

013
023
033

Ordering no. for sensors
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Dimensions

983

60
7.

5M16 x 1.5
SW17

632.12XX.XXX.XX...

67.32000

 

983

60
7.

5M16 x 1.5

630.12XX.XXX.XX...

67.32000

 

76.5

60

2x Ø 5.2

45
.72

2

2

21

63X.12XX.XXX.19...

Product No. Type Code Sensor material Temperature 
range
[°C]

Sensor max.
[°C]

mS95r 632 1220 322 19 Copper +5 ... +95 105
mS150r 632 1231 122 19 Copper +20 ... +150 165
mS230Sr 632 1224 021 19 1.4435 (aiSi316L) +20 ... +230 250
mS350Sr 632 1254 021 19 1.4435 (aiSi316L) +70 ... +350 380

Standard products (extra short lead time)
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range +45°C ... +250°C: -30°C ... +70°C 
range > + 250°C: -10°C ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensortemperature)

Storage temperature range ≤ +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing pC/aBS-Blend V0

Screwed cable gland polyamide (pa)

installation any position

Weight ~ 250 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength 2 kV terminal ground

Life time (mechanical) 0.3 mio. cycles

Electrical connection Cable gland m16x1.5 
Cable-Ø 4...9 mm

Terminal screw 3 x 1 ... 2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72173
instructions www.trafag.com/H73624
Flyer www.trafag.com/H70956
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Switching differential typ.

Measuring range [°C] –30 ... +40 
–10 ... +25 

0 ... +35 
+15 ... +30 
+10 ... +45 
+10 ... +80

–10 ... +35 
–10 ... +80 
+5 ... +95 

+20 ... +110

+20 ... +150 +20 ... +230 +40 ... +300 
+70 ... +350

Microswitch 12: 
Switching differential not adjustable

[°C] 2.0 6.0 7.5 9.0 12.0

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
12 average switching differential, high vibration 

resistance
125 V, 15 (1.5) a 

250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3 (0.2) a 
125 V, 0.75 (0.4) a 

30 V, 15 (1.5) a 
14 V, 15 (1.5) a

Electrical connection 

12= 42

630/632
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F/F...R 990/991/992/993

 N HVaC
 N refrigeration

Applications
 N rugged aluminium housing
 N Short response time
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. The Froststat was specifically designed as single 
stage temperature controller for monitoring temperature around 
0°C, i. e. to prevent ice build-up on air heaters.

Technical Data

Designation of applica-
tion

Frost protection thermostat Switching differential not adjustable

measuring range -5°C ... +15°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Product No. Type Code Sensor material Set point adjustment
F15 991 1299 000 Copper capillary tube, L=6m internal setpoint adjustment
F153 990 1299 Copper capillary tube, L=3m internal setpoint adjustment
F15r 993 1299 000 Copper capillary tube, L=6m internal setpoint adjustment and external reset knob
F153r 992 1299 Copper capillary tube, L=3m internal setpoint adjustment and external reset knob

Standard products (extra short lead time)

Ordering information/type code

XXX . XXXX XXXXXX
Custom 
build code

Sensor 3m 990 . 1299

Sensor 6m 991 . 1299

Sensor 3m, limiter 992 . 1299

Sensor 6m, limiter 993 . 1299

Accessories protection level ip65 20

6 pcs. Capillary holder K80140
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 1.5 % FS typ.

Switching differential 2.0°C typ.

Environmental conditions media temperature Sensor temperature max.: 140°C 
Sensor response length : ~ 30 cm

ambient temperature max. operating temperature: +70°C 
min. operating temperature: switch point + 2°C

Storage temperature -30°C ... +70°C

protection ip 54

Humidity max. 95 % relative

Mechanical Data Sensor housing Copper (Cu)

Filling Freon r 134, gaseous

Housing alSi9pb3

Screwed cable gland polyethylen (pe)

installation any position

Weight ~ 850 g

Microswitch rating See table below

resistance of insulation > 2 mΩ

Dielectric strength 2 kV terminal ground

Life time (mechanical) 0.3 mio. cycles

Electrical connection Cable gland m20x1.5 
Cable-Ø 8...13 mm

Terminal screw 3 x 1 ... 2.5 mm²

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
12 average switching differential, high vibration 

resistance
125 V, 15 (1.5) a 

250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3(0.2) a 
125 V, 075(0.4) a 

30 V, 15(1.5) a 
14 V, 15 (1.5) a

Electrical Connection 

14= 42
2=

14= 42

992/993
Limiter, decreasing 

990/991
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Dimensions

(106.6)
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90 69
11
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40.5
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6

Ø 
8.

6
Ø 

5.
5

990/991.XXXX.XX

(106.6)

106
917.5

90 69
11

.5 PG 13.526

40.5

18

6

Ø 
8.

6
Ø 

5.
5

992/993.XXXX.XX

50.5
1

7

37

3.514

R3
0

Ø5.4

99X.XXXX.K80140

Additional information

Documents Data sheet www.trafag.com/H72123
instructions www.trafag.com/H70821
Flyer www.trafag.com/H70952
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 N process technology

Applications
 N Short response time
 N protection ip54
 N electrical connection on terminal screw
 N Coated capillary tube 1500 mm

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

remote sensing thermostat Switching differential not adjustable

measuring range +5°C ... +95°C and +20°C ... +150°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Product No. Type Code Temperature range
[°C]

Switching differential
[°C]

Sensor max.
[°C]

gS95 658 1120 326 26 +5 ... +95 2.5 (fixed) 105
gS150 658 1131 126 26 +20 ... +150 3.0 (fixed) 165

Standard products (extra short lead time)

Ordering information/type code

XXX XX XX XXX XX XX XX
Custom 
build code

external adjustment 657

internal adjustment 658

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, switching differential not adjustable 21

Range Range
[°C]

Sensor max.
[°C]

+5 ... +95 105 20

+20 ... +150 165 31

Sensor Copper with protection tube Teflon Fep, range 20 326

Copper with protection tube Teflon Fep, range 31 126

Fixing angle pVC 26

Accessories Switchpoint locking 2) 15

Switchpoint fixed and sealed upon customer’s request 2) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 2) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensator over pin 1-2 12

Condensator over pin 1-3 13

Condensators over pin 1-2 / 1-3 23

outdoor application (vented) 44

Cover with window 77

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 1)   

  

  

1) overlengths upon request
2) only with type 658, internal adjustment
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 3 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature -30°C ... +70°C

Storage temperature -30°C ... +85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing pC/aBS-Blend V0

Screwed cable gland polyethylen (pe)

installation any position

Weight ~ 380 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microswitch 10/11: 20 mio. cycles 
microswitch 21: 0.5 mio. cycles

Electrical connection Cable gland m16x1.5 
Cable-Ø 4...9 mm

Terminal screw 3 x 1 ... 2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72179
instructions www.trafag.com/H73624
Flyer www.trafag.com/H70959
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Dimensions
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Switching differential typ.

Measuring range [°C] +5 ... +95 +20 ... +150
Microswitch 10: 
Switching differential not adjustable

[°C] 0.3 0.8

Microswitch 11/21: 
Switching differential not adjustable

[°C] 2.5 3.0

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1 (0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

Electrical Connection 

2=
14= 42

2=
14= 42

657/658 with accessory 23
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D ... R 302

 N HVaC
 N refrigeration

Applications
 N Two individual measuring systems
 N Short response time
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pres-
sure and temperature. 

Technical Data

Designation of applica-
tion

Double thermostat with remote sensor 
and limiter

Switching differential adjustable / not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

302 . XX XX XXX XX XXXXXXXXX XX XX
Microswitch Small switching differential, not adjustable (microswitch 10, Limiter Switch 12) 38

Standard switching differential, not adjustable (microswitch 11, Limiter Switch 12) 37

adjustable standard switching differential (microswitch 25, limiter switch 12) 58

Range Temperature controller 
and limiter

[°C]

Sensor max.
[°C]

Temperature controller
[°C]

Limiter
[°C]

-30 ... +40 +50   01

-10 ... +25 +60   07

0 ... +35 +70   09

+10 ... +45 +85   11

+10 ... +80 +100   13

+15 ... +30 +60   17

-10 ... +35 +70   94

-10 ... +80 +85   95

+5 ... +95 +105   20

+20 ... +110 +115   23

+20 ... +150 +165   31

+20 ... +230 +250   24

+40 ... +300 +330   53

+70 ... +350 +380   54

  +5 ... +95 +20 ... +110 36

  +20 ... +150 +35 ... +175 42

  +40 ... +300 +70 ... +350 39

Sensor 1) See table “ordering-no. for sensors” XXX

Fixing 2) mounting bracket (for remote sensing version) 19

For direct mounting on protection tube 21

Protection 
tube

See data sheet H72114/H72163 XXXX.XXXX

  

Accessories Condensator over pin 1-2 12

Condensator over pin 1-3 13

Condensators over pin 1-2 / 1-3 23

railway version ieC 61373, category 2 28

outdoor application (vented) 44

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary tube protection: Flexible metal tube 1.4541/V2a 91

Capillary tube protection: pVC tube 92

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 3)   

  

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) overlengths upon request

www.trafag.com/H72142 page 71/171

www.trafag.com/H72142


H72142n

D ... R 302

  page 72/74 

Product No. Type Code Temperature 
range
[°C]

Switching differential
[°C]

Measuring range 
limiter
[°C]

Sensor max.
[°C]

D95r 302 5836 362 19 +5 ... +95 2 ... 12 (adjustable) +20 ... +110 105
D150r 302 5842 162 19 +20 ... +150 2.5 ... 16 (adjustable) +35 ... +175 165
D300r 302 5839 062 19 +40 ... +300 4 ... 40 (adjustable) +70 ... +350 380

Standard products (extra short lead time)

Dimensions

83

5215 162000

98

98
20 PG 13.5

25

°C

302.XXXX.XXX.XX...

76.5

60

2x Ø 5.2
45

.72

2

2

21

Fixation 19

Sensor material   

Range Sensor-Ø

01, 07, 09, 11, 13, 17 4.7  mm
7.0 mm

5.5 / 11 mm
421

412
422
462

413
423
463

94, 95, 20, 23, 36 4.7  mm
7.0 mm

5.5 / 11 mm

311
321

312
322
362

313
323
363

31, 42 4.7  mm
7.0 mm

5.5 / 11 mm

111
121

112
122
162

113
123
163

24, 53, 54, 39 4.7  mm
7.0 mm

5.5 / 11 mm

011
021

012
022
062

013
023
063

Ordering no. for sensors

Stainless steel Copper Copper nickel plated
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range +45°C ... +250°C: -30°C ... +70°C 
range > + 250°C: -10°C ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensortemperature)

Storage temperature range ≤  +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing noryl

Screwed cable gland polyamide (pa)

installation any position

Weight ~ 620 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microswitch 10/11/25: 20 mio. cycles 
microswitch 12: 0.3 mio. cycles

Electrical connection Cable gland pg13.5 
Cable-Ø 5...12.5 mm

Terminal screw 6 x 1 ... 2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72142
instructions www.trafag.com/H73170
Flyer www.trafag.com/H70963
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Switching differential typ.

Measuring range [°C] –30 ... +40 
–10 ... +25 

0 ... +35 
+15 ... +30 
+10 ... +45 
+10 ... +80

–10 ... +35 
–10 ... +80 
+5 ... +95 

+20 ... +110

+20 ... +150 +20 ... +230 +40 ... +300 
+70 ... +350

Microswitch 10: 
Switching differential not adjustable

[°C] 0.3 0.8 1 1.2 2

Microswitch 11: 
Switching differential not adjustable

[°C] 0.7 2 2.5 3 4

Microswitch 12: 
Switching differential not adjustable

[°C] 2 6 7.5 9 12

Microswitch 25: 
Switching differential adjustable

[°C] 0.7 ... 10 2 ... 12 2.5 ... 16 3 ... 32 4 ... 40

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

12 Large switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3(0.2) a 
125 V, 0.75(0.4) a 

30 V, 15 (1.5) a 
14 V, 15 (1.5) a

25 adjustable standard switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (2.5) a

Electrical Connection 

2=
13= 32 1 322=

302
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M2S 104/114

 N machine tools
 N HVaC
 N refrigeration
 N process technology

Applications
 N With 1 adjustable step between 2 stages
 N Short response time
 N protection ip54
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

multistage thermostat with remote 
sensor

Switching differential not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en 60730-1/ en 60730-2-9: Typ 2.B.H
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Ordering information/type code

XXX XX XX XXX XX XXXXXXXXX XX XX
Custom 
build code

external adjustment 104

internal adjustment 114

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, switching differential not adjustable 21

Range Range
[°C]

Sensor max.
[°C]

-30 ... +40 45 01

-10 ... +25 60 07

0 ... +35 70 09

+10 ... +45 85 11

+10 ... +80 100 13

+15 ... +30 60 17

-10 ... +35 70 94

Range
[°C]

Sensor max.
[°C]

-10 ... +80 85 95

+5 ... +95 105 20

+20 ... +110 115 23

+20 ... +150 165 31

+20 ... +230 250 24

+40 ... +300 330 53

+70 ... +350 380 54

Sensor 1) See table “ordering-no. for sensors” XXX

Fixing 2) nut m10 (for remote sensing version) 10

angle bracket (for remote sensing version) 17

mounting bracket (for remote sensing version) 19

grubscrew locked, lateral (direct mounting version) 5) 12

Cap nut (for direct mounting version) 5) 14

grubscrew locked with spacer (cooling element) (for direct mounting version) 18

Protection 
tube

See data sheet H72114/H72163 XXXX.XXXX

  

Accessories Switchpoint locking 4) 15

Switchpoint fixed and sealed upon customer’s request 4) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 4) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensator over pin 1-2 12

Condensator over pin 1-3 13

Condensators over pin 1-2 / 1-3 23

railway version ieC 61373, category 2 28

outdoor application (vented) 44

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary tube protection: Flexible metal tube 1.4541/V2a 91

Capillary tube protection: pVC tube 92

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 3)   

  

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) overlengths upon request
4) only with type 114, internal adjustment
5) media max. 150°C in continuous operation

Steps 
between 
stages

Desired stage difference to be indicated when ordering (without indication = switches synchronous) 
     Switch 1 on scale, difference switch 2 to scale -6 °C...+15 °C 
minimum distance between switches: 
     Switch 10: ±1 °C 
     Switch 11/21: ±2 °C
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Product No. Type Code Temperature 
range
[°C]

Switching 
differential
[°C]

Smallest 
stage 
difference
[°C]

Largest stage 
difference
[°C]

Sensor max.
[°C]

m2S40 114 1101 422 19 -30 ... +40 1.8 (fixed) 0.8 25 45
m2S35 114 1109 422 19 0 ... +35 1.8 (fixed) 0.8 15 50
m2S95 114 1120 322 19 +5 ... +95 2.5 (fixed) 1.2 35 105
m2S150 114 1131 122 19 +20 ... +150 3 (fixed) 1.5 40 165
m2S230S 114 1124 021 19 +20 ... +230 4.5 (fixed) 2 70 250
m2S350S 114 1154 021 19 +70 ... +350 5 (fixed) 2.5 80 380

Standard products (extra short lead time)

H72139p

M2S 104/114

  page 77/80 

Sensor material       

Stainless steel                                  Copper                       Copper nickel platedRange Sensor-Ø

01, 07, 09, 11, 13, 17 4.7  mm
7.0 mm
9.0 mm

421
412
422
432

413
423
433

94, 95, 20, 23 4.7  mm
7.0 mm
9.0 mm

311
321
331

312
322
332

313
323
333

31 4.7  mm
7.0 mm
9.0 mm

111
121
131

112
122
132

113
123
133

24, 53, 54 4.7  mm
7.0 mm
9.0 mm

011
021
031

012
022
032

013
023
033

Ordering no. for sensors
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range +45°C ... +250°C: -30°C ... +70°C 
range > + 250°C: -10°C ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensortemperature)

Storage temperature range ≤ +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +85°C

protection ip54

Humidity max. 95 % relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing noryl

Screwed cable gland polyamide (pa)

installation any position

Weight ~ 480 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microswitch 10/11: 20 mio. cycles 
microswitch 21: 0.5 mio. cycles

Electrical connection Cable gland pg13.5 
Cable-Ø 5 ... 12.5 mm

Terminal screw 6 x 1 ... 2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72139
instructions www.trafag.com/H70311
Flyer www.trafag.com/H70965
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Dimensions

98

25

98
20

°C

PG 13.5

104.XXXX.XXX.XX...

83

5215 162000

 

98

98
20 PG 13.5

114.XXXX.XXX.XX...

67

52152000

 

76.5

60

2x Ø 5.2

45
.72

2

2

21

 Fixation 19

 

Electrical connection 

1 32 1 32

Switch 1, on 
scale 

Switch 2, + 
or - to 
switch 1 

Stage adjustable 
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Switching differential typ.

Measuring range [°C] –30 ... +40 
+10 ... +80

–10 ... +25 
0 ... +35 

+10 ... +45

+15 ... +30 -10 ... +35

Microswitch 10: 
Switching differential not adjustable

[°C] 0.7 0.7 0.7 1.5

Microswitch 11: 
Switching differential not adjustable

[°C] 1.8 1.8 1.8 2.5

Microswitch 21: 
Switching differential not adjustable

[°C] 1.8 1.8 1.8 2.5

Steps between stages from switch S2 to switch 
S1 (S1 on scale): S1 < S2

[°C] 0.8 ... 25 0.8 ... 15 0.8 ... 10 1.2 ... 25

Steps between stages from switch S2 to switch 
S1 (S1 on scale): S1 > S2

[°C] 0.8 ... 12 0.8 ... 6 0.8 ... 4 1.2 ... 8

Measuring range [°C] -10 ... +80 
+5 ... +95 

+20 ... +110

+20 ... +150 +20 ... +230 +40 ... +300 
+70 ... +350

Microswitch 10: 
Switching differential not adjustable

[°C] 1.5 1.8 2 2.5

Microswitch 11: 
Switching differential not adjustable

[°C] 2.5 3 4.5 5

Microswitch 21: 
Switching differential not adjustable

[°C] 2.5 3 4.5 5

Steps between stages from switch S2 to switch 
S1 (S1 on scale): S1 < S2

[°C] 1.2 ... 35 1.5 ... 40 2 ... 70 2.5 ... 80

Steps between stages from switch S2 to switch 
S1 (S1 on scale): S1 > S2

[°C] 1.2 ... 15 1.5 ... 20 2 ... 30 2.5 ... 40

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1 (0.1) a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1 (0.1) a 
12 V, 1 (1) a 
5 V, 2 (2) a
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L/LF 736/754

 N machine tools

Applications
 N Without housing
 N Short response time
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

remote sensing thermostat, skeleton 
type

Switching differential adjustable / not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

XXX XX XX XXX XX XXXXXXXXX XX XX
Custom 
build code

Front panel mounting, screw terminal 736

Screw terminal 754

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, switching differential not adjustable 21

adjustable large switching differential 24

adjustable standard switching differential 25

Range Range
[°C]

Sensor max.
[°C]

-30 ... +40 45 01

-10 ... +80 85 95

0 ... +35 70 09

+5 ... +95 105 20

+10 ... +45 85 11

Range
[°C]

Sensor max.
[°C]

+20 ... +110 115 23

+20 ... +150 165 31

+20 ... +230 250 24

+40 ... +300 330 53

+70 ... +350 380 54

Sensor 1) See table “ordering-no. for sensors” XXX

Fixing 2) nut m10 (for remote sensing version) 4) 10

angle bracket (for remote sensing version) 4) 17

Bracket (for remote sensing version) 4) 27

grubscrew locked, lateral (direct mounting version) 4)  5) 12

Cap nut (for direct mounting version) 4)  5) 14

grubscrew locked with spacer (cooling element) (for direct mounting version) 4) 18

Standard directly mounted on protection tube, only for type 736 00

Protection 
tube

See data sheet H72114/H72163 XXXX.XXXX

  

Accessories Switchpoint locking 4) 15

Switchpoint fixed and sealed upon customer’s request 4) 88
Switchpoint preset upon customer’s request, no guarantee on 
switching accuracy 4) 83

Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensators over pin 1-2 / 1-3 23

railway version ieC 61373, category 2 28

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary tube protection: Flexible metal tube 1.4541/V2a 91

Capillary tube protection: pVC tube 92

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 3)   

  

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) overlengths upon request
4) only for type 754
5) media max. 150°C in continuous operation
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Product No. Type Code Sensor material Temperature 
range
[°C]

Switching differen-
tial
[°C]

Sensor max.
[°C]

L35 754 2509 422 10 Copper 0 ... +35 0.7 ... 10 (adjustable) 60
L40 754 2501 422 10 Copper -30 ... +40 0.7 ... 10 (adjustable) 45
L95 754 2520 322 10 Copper +5 ... +95 2 ... 12 (adjustable) 105
L150 754 2531 122 10 Copper +20 ... +150 2.5 ... 16 (adjustable) 165
L230S 754 2524 021 10 1.4435 (aiSi316L) +20 ... +230 3 ... 32 (adjustable) 250
L350S 754 2554 021 10 1.4435 (aiSi316L) +70 ... +350 4 ... 40 (adjustable) 380

Standard products (extra short lead time)

Dimensions
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Sensor material   

Range Sensor-Ø

01, 09, 11 4.7  mm
7.0 mm
9.0 mm

421
412
422
432

413
423
433

95, 20, 23 4.7  mm
7.0 mm
9.0 mm

311
321
331

312
322
332

313
323
333

31 4.7  mm
7.0 mm
9.0 mm

111
121
131

112
122
132

113
123
133

24, 53, 54 4.7  mm
7.0 mm
9.0 mm

011
021
031

012
022
032

013
023
033

Ordering no. for sensors

Stainless steel Copper Copper nickel plated

www.trafag.com/H72122 page 83/171

www.trafag.com/H72122


H72122p

L/LF 736/754

  page 84/85 

Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range +45°C ... +250°C: -30°C ... +70°C 
range > + 250°C: -10°C ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensortemperature)

Storage temperature range ≤ +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +85°C

protection ip00

Humidity max. 95 % relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

installation any position

Weight 754: ~ 250 g 
736: ~ 300 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV 
u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microswitch 10/11/25: 20 mio. cycles 
microswitch 21: 0.5 mio. cycles 
microswitch 24: 0.3 mio. cycles

Electrical connection Terminal screw 3 x 1 ... 2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72122
instructions www.trafag.com/H70211
Flyer www.trafag.com/H70967
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Switching differential typ.

Measuring range [°C] –30 ... +40 
0 ... +35 

+10 ... +45 
 

–10 ... +80 
+5 ... +95 

+20 ... +110

+20 ... +150 +20 ... +230 +40 ... +300 
+70 ... +350

Microswitch 10: 
Switching differential not adjustable

[°C] 0.3 0.8 1 1.2 2

Microswitch 11/21: 
Switching differential not adjustable

[°C] 0.7 2 2.5 3 4

Microswitch 24: 
Switching differential adjustable

[°C] 4 ... 21 5.5 ... 26 7 ... 34 15 ... 65 18 ... 84

Microswitch 25: 
Switching differential adjustable

[°C] 0.7 ... 10 2 ... 12 2.5 ... 16 3 ... 32 4 ... 40

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

25 adjustable standard switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (2.5) a

24 adjustable large switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3 (0.2) a 
125 V, 0.75 (0.4) a 

30 V, 15 (1.5) a 
14 V, 15 (1.5) a

Electrical connection 

2=
13= 32

2=
13= 32

736/754 with accessory 23
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LaBor LimiSTaT 
L...R 755

 N machine tools

Applications
 N Without housing
 N Short response time
 N electrical connection on terminal screw

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

remote sensing thermostat with 
limiter, skeleton type

Switching differential not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

L...R . XX XX XXX XX XXXXXXXXX XX XX
Custom 
build code

For increasing temperatures, screw terminal 755 . 12

    .  

Range Range
[°C]

Sensor max.
[°C]

-30 ... +40 45 01

-10 ... +25 60 07

0 ... +35 70 09

+10 ... +45 85 11

+10 ... +80 100 13

+15 ... +30 60 17

-10 ... +35 70 94

Range
[°C]

Sensor max.
[°C]

-10 ... +80 85 95

+5 ... +95 105 20

+20 ... +110 115 23

+20 ... +150 165 31

+20 ... +230 250 24

+40 ... +300 330 53

+70 ... +350 380 54

Sensor 1) See table "ordering-no. for sensors" XXX

Fixing 2) nut m10 (for remote sensing version) 10

angle bracket (for remote sensing version) 17

Bracket (for remote sensing version) 27

grubscrew locked, lateral (direct mounting version) 4) 12

Cap nut (for direct mounting version) 4) 14

grubscrew locked with spacer (cooling element) (for direct mounting version) 18

Protection 
tube

See data sheet H72114/H72163 XXXX.XXXX

  

Accessories Switchpoint locking 15

Switchpoint fixed and sealed upon customer’s request 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensator over pin 1-2 12

Condensator over pin 1-3 13

Condensators over pin 1-2 / 1-3 23

railway version ieC 61373, category 2 28

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary tube protection: Flexible metal tube 1.4541/V2a 91

Capillary tube protection: pVC tube 92

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 3)   

  

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) overlengths upon request
4) media max. 150°C in continuous operation
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Product No. Type Code Sensor material Temperature range
[°C]

Sensor max.
[°C]

L95r 755 1220 322 10 Copper +5 ... +95 105
L150r 755 1231 122 10 Copper +20 ... +150 165
L230Sr 755 1224 021 10 1.4435 (aiSi316L) +20 ... +230 250
L350Sr 755 1254 021 10 1.4435 (aiSi316L) +70 ... +350 380

Standard products (extra short lead time)

Dimensions

49.3

72
.5

35
37

.5

°C

755.12XX.XXX.XX...

46

M
10

2000

6

Sensor material       

Stainless steel                              Copper                            Copper nickel platedRange Sensor-Ø

01, 07, 09, 11, 13, 17 4.7  mm
7.0 mm
9.0 mm

421
412
422
432

413
423
433

94, 95, 20, 23 4.7  mm
7.0 mm
9.0 mm

311
321
331

312
322
332

313
323
333

31 4.7  mm
7.0 mm
9.0 mm

111
121
131

112
122
132

113
123
133

24, 53, 54 4.7  mm
7.0 mm
9.0 mm

011
021
031

012
022
032

013
023
033

Ordering no. for sensors
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table below

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range +45°C ... +250°C: -30°C ... +70°C 
range > + 250°C: -10°C ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensortemperature)

Storage temperature range ≤ +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +85°C

protection ip00

Humidity max. 95 % relative

Mechanical Data Filling Liquid

Housing See ordering information

installation any position

Weight ~ 250 g

Microswitch rating See table below

resistance of insulation > 2 mΩ

Dielectric strength 2 kV terminal ground

Life time (mechanical) 0.3 mio. cycles

Electrical connection Terminal screw 3 x 1 ... 2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72124
instructions www.trafag.com/H70211
Flyer www.trafag.com/H70968
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Switching differential typ.

Measuring range [°C] –30 ... +40 
–10 ... +25 

0 ... +35 
+15 ... +30 
+10 ... +45 
+10 ... +80

–10 ... +35 
–10 ... +80 
+5 ... +95 

+20 ... +110

+20 ... +150 +20 ... +230 +40 ... +300 
+70 ... +350

Microswitch 12: 
Switching differential not adjustable

[°C] 2.0 6.0 7.5 9.0 12.0

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
12 average switching differential, high vibration 

resistance
125 V, 15 (1.5) a 

250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3 (0.2) a 
125 V, 0.75 (0.4) a 

30 V, 15 (1.5) a 
14 V, 15 (1.5) a

Electrical Connection 

1 322=

755.12
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I/IS 404/414

 N railways
 N machine tools

Applications
 N Compact design
 N rugged housing
 N protection ip65
 N any mounting position possible

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pres-
sure and temperature. 

Technical Data

Designation of applica-
tion

industrial thermostat with remote 
sensor

Switching differential adjustable / not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H 
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Ordering information/type code

XXX XX XX XXX XX XXXXXXXXX XX XX
Custom 
build code

external adjustment 404

internal adjustment 414

Microswitch Small switching differential, not adjustable 10

average switching differential, not adjustable 11

With gold plated contacts, switching differential not adjustable 21

adjustable large switching differential 24

adjustable standard switching differential 25

Range Range
[°C]

Sensor max.
[°C]

-30 ... 40 50 01

-10 ... 25 60 07

0 ... 35 70 09

10 ... 45 85 11

10 ... 80 100 13

15 ... 30 60 17

-10 ... 35 70 94

Range
[°C]

Sensor max.
[°C]

-10 ... 80 85 95

5 ... 95 105 20

20 ... 110 115 23

20 ... 150 165 31

20 ... 230 250 24

40 ... 300 330 53

70 ... 350 380 54

Sensor 1) See table “ordering-no. for sensors” XXX

Fixing 2) nut m10 (for remote sensing version) 10

Flange connection (for remote sensing version) 16

angle bracket (for remote sensing version) 17

Bracket (for remote sensing version) 27

grubscrew locked, lateral (direct mounting version) 5) 12

Cap nut (for direct mounting version) 5) 13

Cap nut (for direct mounting version) 5) 14

grubscrew locked with spacer (cooling element) (for direct mounting version) 18

Protection 
tube

See data sheet H72114/H72163 XXXX.XXXX

  

Accessories Switchpoint locking 4) 15

Switchpoint fixed and sealed upon customer’s request 4) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 4) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensator over pin 1-2 12

Condensator over pin 1-4 13

Condensators over pin 1-2 / 1-4 23

railway version ieC 61373, category 2 28

outdoor application (vented) 44

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary tube protection: Flexible metal tube 1.4541/V2a 91

Capillary tube protection: pVC tube 92

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 3)   

  

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) overlengths upon request
4) only with type 414, internal adjustment
5) media max. 150°C in continuous operation
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Product No. Type Code Sensor material Temperature range
[°C]

Switching differential
[°C]

Sensor max.
[°C]

i35 404 2509 422 27 Copper 0 ... +35 0.7 ... 10 (adjustable) 60
i40 404 2501 422 27 Copper -30 ... +40 0.7 ... 10 (adjustable) 45
i95 404 2520 322 27 Copper +5 ... +95 2 ... 12 (adjustable) 105
i150 404 2531 122 27 Copper +20 ... +150 2.5 ... 16 (adjustable) 165
i230S 404 2524 021 27 1.4435 (aiSi316L) +20 ... +230 3 ... 32 (adjustable) 250
i350S 404 2554 021 27 1.4435 (aiSi316L) +70 ... +350 4 ... 40 (adjustable) 380
iS35 414 2509 422 27 Copper 0 ... +35 0.7 ... 10 (adjustable) 60
iS40 414 2501 422 27 Copper -30 ... +40 0.7 ... 10 (adjustable) 45
iS95 414 2520 322 27 Copper +5 ... +95 2 ... 12 (adjustable) 105
iS150 414 2531 122 27 Copper +20 ... +150 2.5 ... 16 (adjustable) 165
iS230S 414 2524 021 27 1.4435 (aiSi316L) +20 ... +230 3 ... 32 (adjustable) 250
iS350S 414 2554 021 27 1.4435 (aiSi316L) +70 ... +350 4 ... 40 (adjustable) 380

Standard products (extra short lead time)

Sensor material       

Stainless steel                                 Copper                       Copper nickel platedRange Sensor-Ø

01, 07, 09, 11, 13, 17 4.7  mm
7.0 mm
9.0 mm

421
412
422
432

413
423
433

94, 95, 20, 23 4.7  mm
7.0 mm
9.0 mm

311
321
331

312
322
332

313
323
333

31 4.7  mm
7.0 mm
9.0 mm

111
121
131

112
122
132

113
123
133

24, 53, 54 4.7  mm
7.0 mm
9.0 mm

011
021
031

012
022
032

013
023
033

Ordering no. for sensors
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range +45°C ... +250°C: -30°C ... +70°C 
range > + 250°C: -10°C ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensortemperature)

Storage temperature range ≤ +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +85°C

protection ip65

Humidity max. 95 % relative

Vibration 5...25 Hz: ±1.6 mm 
25...100 Hz: 4g 

Shock 50 g / 11 ms

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing alSi9Cu3, coated

Screwed cable gland Brass nickel plated

installation any position

Weight ~ 950 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength u ≤ 250V: 1.45 kV / u ≤ 500V: 2 kV 
terminal ground

Life time (mechanical) microswitch 10/11/25: 20 mio. cycles 
microswitch 21: 0.5 mio. cycles 
microswitch 24: 0.3 mio. cycles

Electrical connection Cable gland m20x1.5 
Cable-Ø 4...10 mm

Terminal screw 3 x 1 ... 2.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72110
instructions www.trafag.com/H73111
Flyer www.trafag.com/H70951
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Dimensions
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Switching differential typ.

Measuring range [°C] –30 ... +40 
–10 ... +25 

0 ... +35 
+15 ... +30 
+10 ... +45 
+10 ... +80

–10 ... +35 
–10 ... +80 
+5 ... +95 

+20 ... +110

+20 ... +150 +20 ... +230 +40 ... +300 
+70 ... +350

Microswitch 10: 
Switching differential not adjustable

[°C] 0.3 0.8 1 1.2 2

Microswitch 11/21: 
Switching differential not adjustable

[°C] 0.7 2 2.5 3 4

Microswitch 24: 
Switching differential adjustable

[°C] 4 ... 21 5.5 ... 26 7 ... 34 15 ... 65 18 ... 84

Microswitch 25: 
Switching differential adjustable

[°C] 0.7 ... 10 2 ... 12 2.5 ... 16 3 ... 32 4 ... 40

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
10 Small switching differential, not adjustable 125 V, 10 (1.5) a 

250 V, 10 (1.25) a
250 V, 0.2 (0.02) a 
125 V, 0.4 (0.03) a 

30 V, 2 (1) a 
14 V, 15 (2.5) a

11 average switching differential, not adjustable 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (1.5) a

21 gold plated contacts, not adjustable 24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

24 V, 0.1(0.1)a 
12 V, 1 (1) a 
5 V, 2 (2) a

25 adjustable standard switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.25(0.03) a 
125 V, 0.5(0.05) a 

30 V, 6 (1.5) a 
14 V, 15 (2.5) a

24 adjustable large switching differential 125 V, 15 (1.5) a 
250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3 (0.2) a 
125 V, 0.75 (0.4) a 

30 V, 15 (1.5) a 
14 V, 15 (1.5) a

Electrical Connection 

2=
14= 42

2=
14= 42

with accessory 23404/414
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IS...R 410/412

 N machine tools
 N process technology

Applications
 N Compact design
 N rugged housing
 N protection ip65
 N any mounting position possible

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

industrial thermostat with remote 
sensor and limiter

Switching differential not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

XXX . XX XX XXX XX XXXXXXXXX XX XX
Custom 
build code

For increasing temperatures, internal resetting 410 . 12

For increasing temperatures, external resetting 412 . 12

Range Range
[°C]

Sensor max.
[°C]

-30 ... +40 45 01

-10 ... +25 60 07

0 ... +35 70 09

+10 ... +45 85 11

+10 ... +80 100 13

+15 ... +30 60 17

-10 ... +35 70 94

Range
[°C]

Sensor max.
[°C]

-10 ... +80 85 95

+5 ... +95 105 20

+20 ... +110 115 23

+20 ... +150 165 31

+20 ... +230 250 24

+40 ... +300 330 53

+70 ... +350 380 54

Sensor 1) See table “ordering-no. for sensors” XXX

Fixing 2) nut m10 (for remote sensing version) 10

Flange connection (for remote sensing version) 16

angle bracket (for remote sensing version) 17

Bracket (for remote sensing version) 27

grubscrew locked, lateral (direct mounting version) 4) 12

Cap nut (for direct mounting version) 4) 14

grubscrew locked with spacer (cooling element) (for direct mounting version) 18

Protection 
tube

See data sheet H72114/H72163 XXXX.XXXX

  

Accessories Switchpoint locking 15

Switchpoint fixed and sealed upon customer’s request 88
Switchpoint preset upon customer’s request, no guarantee on 
switching accuracy 83

Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Condensator over pin 1-2 12

Condensator over pin 1-3 13

Condensators over pin 1-2 / 1-3 23

railway version ieC 61373, category 2 28

outdoor application (vented) 44

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary tube protection: Flexible metal tube 1.4541/V2a 91

Capillary tube protection: pVC tube 92

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 3)   

  

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) overlengths upon request
4) media max. 150°C in continuous operation
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Product No. Type Code Sensor material Temperature range
[°C]

Sensor max.
[°C]

iS95r 412 1220 322 27 Copper +5 ... +95 105
iS150r 412 1231 122 27 Copper +20 ... +150 165
iS230Sr 412 1224 021 27 1.4435 (aiSi316L) +20 ... +230 250
iS350Sr 412 1254 021 27 1.4435 (aiSi316L) +70 ... +350 380

Standard products (extra short lead time)

H72138p

IS...R 410/412

  page 99/102 

Sensor material       

Stainless steel                              Copper                            Copper nickel platedRange Sensor-Ø

01, 07, 09, 11, 13, 17 4.7  mm
7.0 mm
9.0 mm

12.0 mm

421

441

412
422
432
442

413
423
433
443

94, 95, 20, 23 4.7  mm
7.0 mm
9.0 mm

311
321
331

312
322
332

313
323
333

31 4.7  mm
7.0 mm
9.0 mm

111
121
131

112
122
132

113
123
133

24, 53, 54 4.7  mm
7.0 mm
9.0 mm

011
021
031

012
022
032

013
023
033

Ordering no. for sensors
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range +45°C ... +250°C: -30°C ... +70°C 
range > + 250°C: -10°C ... +70°C 
(important: Temperature at sensor may not 
exceed maximum sensortemperature)

Storage temperature range < +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +85°C

protection ip65

Humidity max. 95 % relative

Vibration 5...25 Hz: ±1.6 mm 
25...100 Hz: 4g

Shock 50 g / 11 ms

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing alSi9Cu3, coated

Screwed cable gland Brass nickel plated

installation any position

Weight ~ 950 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength 2 kV terminal ground

Life time (mechanical) 0.3 mio. cycles

Electrical connection Cable gland m20x1.5 
Cable-Ø 4...10 mm

Terminal screw 3 x 1 ... 2.5 mm²
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Dimensions
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Switching differential typ.

Measuring range [°C] –30 ... +40 
–10 ... +25 

0 ... +35 
+15 ... +30 
+10 ... +45 
+10 ... +80

–10 ... +35 
–10 ... +80 
+5 ... +95 

+20 ... +110

+20 ... +150 +20 ... +230 +40 ... +300 
+70 ... +350

Microswitch 12: 
Switching differential not adjustable

[°C] 2.0 6.0 7.5 9.0 12.0

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
12 average switching differential, high vibration 

resistance
125 V, 15 (1.5) a 

250 V, 15 (1.25) a 
500 V, 10 (0.75) a

250 V, 0.3 (0.2) a 
125 V, 0.75 (0.4) a 

30 V, 15 (1.5) a 
14 V, 15 (1.5) a

Electrical connection 

12= 42

410/412.12 
Limiter for increasing temperatures

Additional information

Documents Data sheet www.trafag.com/H72138
instructions www.trafag.com/H73111
Flyer www.trafag.com/H70966
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ISN/ISNT 471/472

 N Shipbuilding
 N engine manufacturing
 N railways

Applications
 N Compact design
 N rugged housing
 N High repeatability
 N protection ip65
 N any mounting position possible

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pres-
sure and temperature. 

Technical Data

Designation of applica-
tion

Thermostat for shipbuilding Switching differential not adjustable

measuring range +20°C ... +110°C to +40°C ... +300°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity aBS, BV, CCS, DnV, gL, KrS, LrS, rina, 
rmrS 
en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

XXX . XX XX XXX XX XXXX XXXX XX XX
Custom 
build code

Controller, increased vibration resistance 471 . 23

Controller, high vibration resistance 1) 471 . 26

Temperature switch with locking, high vibration resistance 2) 472 . 12

Range Range
[°C]

Sensor max.
[°C]

+20 ... 110 115 23

+20 ... 150 165 31

+40 ... 300 330 53

Sensor Range
[°C]

Sensor diameter
[mm]

+20 ... 110 Ø7 322

+40 ... 300 Ø7 122

+20 ... 150 / +40 ... 300 Ø9 132

+20 ... 150 / +40 ... 300 Ø12 142

Fixing Version B (remote sensing version) 27

Version K (direct mounting version) 14

Protection 
tube

Suitable for sensor Protection tube diameter
[mm]

Protection tube length
[mm]

Electrical connection

322 10/8 min. 150 K, Stainless steel 1411

132 3) 12/10 min. 110 K, Stainless steel 1412

142 3) 15/13 min. 65 K, Stainless steel 1414

322 10/8 min. 150 K, Brass nickel plated 1416

132 3) 12/10 min. 110 K, Brass nickel plated 1417

142 3) 15/13 min. 65 K, Brass nickel plated 1419
322 
122 10/8 min. 150 

min. 110 B, Brass nickel plated 8316

332 
132 12/10 min. 110 

min. 90 B, Brass nickel plated 8317

342 
142 15/13 min. 65 

min. 65 B, Brass nickel plated 8319

322 
122 10/8 min. 150 

min. 110 B, Stainless steel 8411

332 
132 12/10 min. 110 

min. 90 B, Stainless steel 8412

342 
142 15/13 min. 65 

min. 65 B, Stainless steel 8414

Protection 
tube length

Length g, see data sheet H72114/H72163 XXXX

  

  

Accessories Switchpoint fixed and sealed upon customer’s request 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Screwed cable gland m20x1.5 (en 50262) 07

Screwed cable gland m24x1.5 (Din 89280) 27

Screwed cable gland m18x1.5 (Din 89280) 40

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube)   L = XXXX 
Standard length: L = 3000 mm with flexible metal tube   

  

  

1) Without ship approval gL
2) Without ship approval LrS
3) only for range +20°C ... 150°C (ordering no. 31)
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Product No. Type Code Temperature 
range
[°C]

Protection 
tube diameter
[mm]

Protection 
tube length
[mm]

Switching 
differential
[°C]

Sensor 
max.
[°C]

iSn11011 471 2323 332 27 8317 0110 90 +20 ... +110 12 110 4.5 (fixed) 115
iSn11015 471 2323 322 27 8316 0150 90 +20 ... +110 10 150 4.5 (fixed) 115
iSn11065 471 2323 342 27 8319 0065 90 +20 ... +110 15 65 4.5 (fixed) 115
iSn15011 471 2331 132 27 8317 0110 90 +20 ... +150 12 110 5 (fixed) 165
iSn15015 471 2331 122 27 8316 0150 90 +20 ... +150 10 150 5 (fixed) 165
iSn15065 471 2331 142 27 8319 0065 90 +20 ... +150 15 65 5 (fixed) 165
iSnT11011 471 2323 332 14 1417 0110 +20 ... +110 12 110 4.5 (fixed) 115
iSnT11015 471 2323 322 14 1416 0150 +20 ... +110 10 150 4.5 (fixed) 115
iSnT11065 471 2323 342 14 1419 0065 +20 ... +110 15 65 4.5 (fixed) 115
iSnT15011 471 2331 132 14 1417 0110 +20 ... +150 12 110 5 (fixed) 165
iSnT15015 471 2331 122 14 1416 0150 +20 ... +150 10 150 5 (fixed) 165
iSnT15065 471 2331 142 14 1419 0065 +20 ... +150 15 65 5 (fixed) 165

Standard products (extra short lead time)
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Stability typ. ± 1 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential see table

Switching point Temperatur compensated with bimetal switch 
lever

Environmental Conditions ambient temperature range ≤ +45°C: -30 ... +50°C 
range +45 ... +250°C: -30 ... +70°C 
range > +250°C: -10 ... +70°C

Storage temperature -40°C ... +85°C

protection ip65

Humidity max. 95% relative

Vibration 5...25 Hz: ±1.6 mm 
25...100 Hz: 4g

Shock 50g/ 11ms

Mechanical Data Housing Copper (Cu)

Filling Liquid

protection tube See ordering information

Housing alSi9Cu3, coated

Screwed cable gland Brass nickel plated

installation any position

Weight ~ 950 g

Microswitch rating see table

resistance of insulation > 10 mΩ

Dielectric strength 2 kV terminal ground

Life time (mechanical) microswitch 12/23/26: 0.3 mio. cycles

Electrical connection Cable gland m20x1.5 
Cable-Ø 4...10 mm

Terminal screw 3 x 1...2.5 mm2

Back to overviewwww.trafag.com/productfinder page 106/171

www.trafag.com/productfinder


H72111m

ISN/ISNT 471/472

  page 107/108 

Dimensions
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Version B / without protection tube Version K / without protection tube
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Switching differential typ.

Range [°C] +20 ... +110 +20 ... +150 +40 ... +300
Sensor max. [°C] 115 165 330
Switching differential micro switch 23 
(fixed value, not adjustable)

[°C] 4.5 5 8

Switching differential micro switch 26 
(fixed value, not adjustable)

[°C] 7.5 8 14

Switching differential micro switch 12 (limiter) [°C] (7.5) (8) (14)

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
12 Temperature switch with locking 125 V 15 (1.5) a 

250 V 15 (1.25) a 
500 V 10 (0.75) a

250 V 0.3 (0.2) a 
125 V 0.75 (0.4) a 

30 V 15 (1.5) a 
14 V 15 (1.5) a

23 Controller; average switching differential 125 V 15 (1.5) a 
250 V 15 (1.25) a 
500 V 10 (0.75) a

250 V 0.3 (0.05) a 
125 V 0.6 (0.1) a 
30 V 15 (1.5) a 
14 V 15 (1.5) a

26 Controller; large switching differential 125 V 15 (1.5) a 
250 V 15 (1.25) a 
500 V 10 (0.75) a

250 V 0.3 (0.2) a 
125 V 0.75 (0.4) a 

30 V 15 (1.5) a 
14 V 15 (1.5) a

Electrical Connection 

2=
14= 42 1 422=

Switch 23/26 Switch 12/Limiter 

Additional information

Documents Data sheet www.trafag.com/H72111
instructions www.trafag.com/H73111
Flyer www.trafag.com/H70950
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ISP/ISPT 474

 N Shipbuilding
 N engine manufacturing
 N railways
 N Hydraulics
 N HVaC

Applications
 N Compact design
 N rugged housing
 N High repeatability
 N protection ip65
 N any mounting position possible

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pressu-
re and temperature. 

Technical Data

Designation of applicati-
on

Compact thermostat for shipbuilding Switching differential not adjustable

measuring range +5°C ... +95°C to +20°C ... +150°C repeatability ± 1 % FS typ.

output signal Floating change-over contact approval / conformity aBS, BV, CCS, DnV, gL, KrS, LrS, nKK, 
rina, rmrS 
en60730-1/ en60730-2-9: Typ 2.B.H
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Ordering information/type code

474 . XX XX XXX XX XXXX XXXX XX XX
Micro- 
switch

Standard, switching differential not adjustable 03

  

Range Range
[°C]

Sensor max.
[°C]

+5 ... +95 100 20

+20 ... +110 115 23

+20 ... +150 165 31

Sensor Sensor diameter
[mm]
Ø7 322

Ø12 342

Fixing 2) Flange connection (for remote sensing version) 00

Captive nut (for direct mounting version) 14

Protection 
tube

Mounting Suitable for sensor Protection tube 
diameter

[mm]

Protection tube length
[mm]

For direct mounting version 322 10 150 1416

For direct mounting version 342 15 65 1419

For remote sensing version 322 10 150 8316

For remote sensing version 342 15 65 8319

Protection 
tube length

Protection tube length
[mm]
65 0065

150 0150

Accessories Female electrical connector en175301-803-a (Din43650-a) 58

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Fixing set V3

Cover with window 77

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube)   L = XXXX 
Standard length: L = 3000 mm with flexible metal tube   

  

  

2) See data sheet H72106
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Product No. Type Code  Temperature 
range
[°C]

Protection 
tube 
diameter
[mm]

Protection 
tube length
[mm]

Switching 
differen- 
tial
[°C]

Sensor 
max.
[°C]

iSpT9515 474 0320 322 14 1416 0150 58 V3 +5 ... +95 10 150 4 (fixed) 100
iSpT9565 474 0320 342 14 1419 0065 58 V3 +5 ... +95 15 65 4 (fixed) 100
iSpT11015 474 0323 322 14 1416 0150 58 V3 +20 ... +110 10 150 4 (fixed) 115
iSpT11065 474 0323 342 14 1419 0065 58 V3 +20 ... +110 15 65 4 (fixed) 115
iSpT15015 474 0331 322 14 1416 0150 58 V3 +20 ... +150 10 150 5 (fixed) 165
iSpT15065 474 0331 342 14 1419 0065 58 V3 +20 ... +150 15 65 5 (fixed) 165
iSp9515 474 0320 322 00 8316 0150 58 90 V3 +5 ... +95 10 150 4 (fixed) 100
iSp9565 474 0320 342 00 8319 0065 58 90 V3 +5 ... +95 15 65 4 (fixed) 100
iSp11015 474 0323 322 00 8316 0150 58 90 V3 +20 ... +110 10 150 4 (fixed) 115
iSp11065 474 0323 342 00 8319 0065 58 90 V3 +20 ... +110 15 65 4 (fixed) 115
iSp15015 474 0331 322 00 8316 0150 58 90 V3 +20 ... +150 10 150 6 (fixed) 165
iSp15065 474 0331 342 00 8319 0065 58 90 V3 +20 ... +150 15 65 6 (fixed) 165

Standard products (extra short lead time)
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Specifications

Accuracy repeatability ± 1 % FS typ.

Stability typ. ± 1 % FS typ.

Scale accuracy typ. ± 4 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental Conditions ambient temperature -30 ... +70°C

Storage temperature -40°C ... 85°C

protection ip65

Humidity max. 95% relative

Vibration 5...25 Hz: ±1.6 mm 
25...100 Hz: 4g

Shock 50g/ 11ms

Mechanical Data Housing Copper (Cu)

Filling Liquid

protection tube Brass nickel plated

Housing almgSi1 anodized

male electrical plug polyamid, (pa)

installation any position

Weight ~ 260 g

Microswitch rating See table

resistance of insulation > 10 mΩ

Dielectric strength 2 kV terminal ground

Life time (mechanical) 10 mio. cycles

Electrical connection Cable gland Cable-Ø: 6...13 mm

Terminal screw 4 x 0.5...1.5 mm²

Additional information

Documents Data sheet www.trafag.com/H72113
instructions www.trafag.com/H73113
Flyer www.trafag.com/H70953
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Dimensions
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Switching differential typ.

Measuring range [°C] +5 ... +95 +20 ... +110 +20 ... +150
Sensor max. [°C] 100 115 165
Microswitch 03: 
Switching differential not adjustable

[°C] 4.0 4.0 6.0

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
03 Silver contacts 250 V, 3 (1) a 250 V, 0.1 (0.05) a 

220 V, 0.25 (0.2) a 
110 V, 0.5 (0.3) a 
24 V, 2.0 (1.0) a

Electrical Connection 

2=
14= 42

1
2

3 
(4

)

Din 43650-a
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EXS 404/414

 N x ii 2 g / D

Applications
 N Compact design
 N rugged housing
 N any mounting position possible
 N ex db eb iiC T6 gb
 N ex tb iiiC T80°C Db

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

ex industrial thermostat  with remote 
sensor

Switching differential not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity SeV 15 aTeX 0156 X 
ieCex SeV 17.0010X
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EXS 404/414

  page 116/120 

Ordering information/type code

XXX XX XX XXX XX XXXXXXXXX XX XX
Custom 
build code

external adjustment 404

internal adjustment 414

Microswitch Standard, switching differential not adjustable 91

  

Range Range
[°C]

Sensor max.
[°C]

-30 ... +40 50 01

-10 ... +25 60 07

0 ... +35 70 09

+10 ... +45 85 11

+10 ... +80 100 13

+15 ... +30 60 17

-10 ... +35 70 94

+10 ... +70 85 59

+20 ... +85 100 58

+20 ... +115 130 57

Range
[°C]

Sensor max.
[°C]

-10 ... +80 85 95

+5 ... +95 105 20

+20 ... +110 115 23

+20 ... +150 165 31

+20 ... +230 250 24

+40 ... +300 330 53

+35 ... +175 200 56

+20 ... +270 330 55

+70 ... +350 380 54

Sensor 1) See table “ordering-no. for sensors” XXX

Fixing 2) nut m10 (for remote sensing version) 10

Bracket (for remote sensing version) 27

grubscrew locked, lateral (direct mounting version) 5) 12

Cap nut (for direct mounting version) 5) 14

grubscrew locked with spacer (cooling element) (for direct mounting version) 18

Protection 
tube

See data sheet H72114/H72163 XXXX.XXXX

  

Accessories Switchpoint locking 4) 15

Switchpoint fixed and sealed upon customer’s request 4) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 4) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary tube protection: Flexible metal tube 1.4541/V2a 91

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 3)   

  

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) overlengths upon request
4) only with type 414, internal adjustment
5) media max. 150°C in continuous operation
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Product No. Type Code Sensor material Temperature range
[°C]

Switching differential
[°C]

Sensor max.
[°C]

eXS35 414 9109 423 27 0000 0000 02 Copper nickel plated 0 ... +35 2.5 (fixed) 50
eXS40 414 9101 423 27 0000 0000 02 Copper nickel plated -30 ... +40 2.5 (fixed) 45
eXS95 414 9120 323 27 0000 0000 02 Copper nickel plated +5 ... +95 3.5 (fixed) 105
eXS150 414 9131 123 27 0000 0000 02 Copper nickel plated +20 ... +150 5.5 (fixed) 165
eXS230S 414 9124 021 27 0000 0000 02 1.4435 (aiSi316L) +20 ... +230 8 (fixed) 250
eXS350S 414 9154 021 27 0000 0000 02 1.4435 (aiSi316L) +70 ... +350 10 (fixed) 380

Standard products (extra short lead time)

H72108q

EXS 404/414

  page 117/120 

Sensor material    

Range Sensor-Ø

01, 07, 09, 11, 13, 17,
58, 59

4.7  mm
7.0 mm
9.0 mm

421
412
422
432

413
423
433

94, 95, 20, 23, 57 4.7  mm
7.0 mm
9.0 mm

311
321
331

312
322
332

313
323
333

31, 56 4.7  mm
7.0 mm
9.0 mm

111
121
131

112
122
132

113
123
133

24, 53, 54, 55 4.7  mm
7.0 mm
9.0 mm

011
021
031

012
022
032

013
023
033

Ordering no. for sensors

Stainless steel Copper Copper nickel plated

www.trafag.com/H72108 page 117/171

www.trafag.com/H72108


H72108q

EXS 404/414

  page 118/120 

Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Switching point Temperature compensated with bimetal switch 
lever

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range +45°C ... +250°C: -30°C ... +60°C 
range > + 250°C: -10°C ... +60°C

Storage temperature range ≤ +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +60°C

protection ip65

Humidity max. 95 % relative

Vibration 5...25 Hz: ±1.6 mm 
25...100 Hz: 4 g 

Shock 50 g / 11 ms

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing alSi9Cu3, coated

Screwed cable gland polyamide (pa)

installation any position

Weight ~ 950 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength 1.5 kV

Life time (mechanical) 1 mio. cycles

Electrical connection Cable gland m20x1.5/SW24 
Cable-Ø 5.5...13 mm 
approval: pTB 99 aTeX 3128 X

Terminal screw 3 x 1 ... 2.5 mm²
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Dimensions
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EXS 404/414

  page 120/120 

Switching differential typ.

Measuring range [°C] –30 ... +40 
–10 ... +25 

0 ... +35 
+15 ... +30 
+10 ... +45 
+10 ... +70 
+10 ... +80 
+20 ... +85

–10 ... +35 
–10 ... +80 
+5 ... +95 

+20 ... +110 
+20 ... +115

+20 ... +150 +35 ... +175 
+20 ... +230

+40 ... +300 
+70 ... +350

Microswitch 91: 
Switching differential not adjustable

[°C] 2.5 3.5 5.5 8 10

Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
91 Standard ex 250V 5(5) a 

125V 5(5) a
250 V 0.25 (0.03) a 
125 V 0.5 (0.06) a 
75 V 0.75 (0.25) a 

50 V 1 (1) a 
30 V 5 (3) a 
15 V 5 (3) a

Electrical connection 

2=
14= 42

404 / 414

Additional information

Documents Data sheet www.trafag.com/H72108
instructions www.trafag.com/H73172
Flyer www.trafag.com/H70970
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EXAS 409/419

 N x ii 2 g / D

Applications
 N Compact design
 N rugged housing
 N protection ip65
 N ex db eb iiC T6 gb
 N ex tb iiiC T80°C Db

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pres-
sure and temperature. 

Technical Data

Designation of applica-
tion

ex industrial room thermostat Switching differential not adjustable

measuring range -30°C ... +30°C to 0°C ... +60°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity SeV 15 aTeX 0156 X 
ieCex SeV 17.0010X
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EXAS 409/419

  page 122/125 

Product 
No.

Type Code  Temperature range
[°C]

Switching differential
[°C]

Operating temperature
[°C]

eXaS33 419 9102 523 27 0000 0000 02 -30 ... +30 2.5 (fixed) -30 ... +40
eXaS35 419 9110 523 27 0000 0000 02 +5 ... +35 2.5 (fixed) -30 ... +50
eXaS60 419 9112 523 27 0000 0000 02 0 ... +60 2.5 (fixed) -30 ... +60

Standard products (extra short lead time)

Ordering information/type code

XXX XX XX XXXXXX XX
Custom 
build code

external adjustment 409

internal adjustment 419

Microswitch Standard, not adjustable 91

  

Range Range
[°C]

Operating temperature
[°C]

-30 ... +30 -30 ... +40 02

+5 ... +35 -30 ... +50 10

0 ... +60 -30 ... +60 12

Sensor 1) / 
Fixing 2)

Sensor: Copper; Fixation: Bracket (open sensor coil) 522.27

Sensor: Copper nickel plated; Fixation: Bracket (open sensor coil) 523.27

  

Accessories Switchpoint locking 3) 15

Switchpoint fixed and sealed upon customer’s request 3) 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 3) 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) only with type 419, internal adjustment
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential 2.5°C (not adjustable)

Environmental conditions ambient temperature -30°C ... +60°C

Storage temperature range ≤ +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +60°C

protection ip65

Humidity max. 95 % relative

Vibration 5...25 Hz: ±1.6 mm 
25...100 Hz: 4 g

Shock 50g/ 11ms

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing alSi9Cu3, coated

Screwed cable gland polyamide

installation any position

Weight ~ 950 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength 1.5 kV

Life time (mechanical) 1 mio. cycles

Electrical connection Cable gland m20x1.5/SW24 
Cable-Ø 5.5...13 mm 
approval: pTB 99 aTeX 3128 X

Terminal screw 3 x 1...2.5 mm²
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Dimensions
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Electrical data switch

Rating 
resistive Load (inductive Load)

Type Features AC DC
91 Standard ex 250V 5(5) a 

125V 5(5) a
250 V 0.25 (0.03) a 
125 V 0.5 (0.06) a 
75 V 0.75 (0.25) a 

50 V 1 (1) a 
30 V 5 (3) a 
15 V 5 (3) a

Electrical connection 

2=
14= 42

409/419

Additional information

Documents Data sheet www.trafag.com/H72128
instructions www.trafag.com/H73172
Flyer www.trafag.com/H70969
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«Simple Apparatus» conformity to ATEX 414

 N potentially hazardous areas

Applications
 N Compact design
 N rugged housing
 N protection ip65
 N any mounting position possible
 N may be used as „simple apparatus“ in zones at risk of 

explosions

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

Designation of applica-
tion

industrial room thermostat with remote 
sensor

Switching differential not adjustable

measuring range -30°C ... +40°C to +70°C ... +350°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H 
en60079-0, en60079-11 Zone 1 and 
2, 21 and 22
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H72183h

«Simple Apparatus» conformity to ATEX 414

  page 127/131 

Ordering information/type code

XXX XX XX XXX XX XXXXXXXXX XX XX
Custom 
build code

internal adjustment 414

  

Microswitch With gold plated contacts, switching differential not adjustable 71

  

Range Range
[°C]

Sensor max.
[°C]

-30 ... +40 50 01

-10 ... +25 60 07

0 ... +35 70 09

+10 ... +45 85 11

+10 ... +80 100 13

+15 ... +30 60 17

-10 ... +35 70 94

-10 ... +80 85 95

+5 ... +95 105 20

+20 ... +110 115 23

+20 ... +150 165 31

+20 ... +230 250 24

+40 ... +300 330 53

+70 ... +350 380 54

Sensor 1) See table “ordering-no. for sensors” XXX

Fixing 2) nut m10 (for remote sensing version) 10

Flange connection (for remote sensing version) 16

angle bracket (for remote sensing version) 17

Bracket (for remote sensing version) 27

grubscrew locked, lateral (direct mounting version) 4) 12

Cap nut (for direct mounting version) 4) 13

Cap nut (for direct mounting version) 4) 14

grubscrew locked with spacer (cooling element) (for direct mounting version) 18

Protection 
tube

See data sheet H72114/H72163 XXXX.XXXX

  

Accessories Switchpoint locking 15

Switchpoint fixed and sealed upon customer’s request 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing

  

Capillary tube protection: Flexible metal tube, brass nickel plated 90

Capillary tube protection: Flexible metal tube 1.4541/V2a 91

Capillary 
tube length

Capillary tube length up to 5000 mm (no specification required for direct mounting on protection tube) L=XXXX 3)   

  

  

1) See data sheet H72114/H72163
2) See data sheet H72106
3) overlengths upon request
4) media max. 150°C in continuous operation
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«Simple Apparatus» conformity to ATEX 414

  page 128/131 

Optional accessories of third party supplier 
ex-i barriers are suitable for intrinsically safe applications. The device transmits binary signals from the hazardous area into the safe area. 

Ni Thermostats, when combined with a certified ex-barrier (see “optional accessories of third party supplier”), can be used as “simple electrical apparatus” in Zone 1 and 2, as 
well as in Zone 21 and 22, according to ieC/en 60079-14. These thermostats are not suitable for Zone 0 and Zone 20. use in safety relevant applications (approved electri-
cal apparatus) is not permitted.

Sensor material       

Stainless steel                                 Copper                       Copper nickel platedRange Sensor-Ø

01, 07, 09, 11, 13, 17 4.7  mm
7.0 mm
9.0 mm

421
412
422
432

413
423
433

94, 95, 20, 23 4.7  mm
7.0 mm
9.0 mm

311
321
331

312
322
332

313
323
333

31 4.7  mm
7.0 mm
9.0 mm

111
121
131

112
122
132

113
123
133

24, 53, 54 4.7  mm
7.0 mm
9.0 mm

011
021
031

012
022
032

013
023
033

Ordering no. for sensors

ex-i-barriers: 24 VDC u0 = 10.5 V/ i0 = 13 ma/ p0 = 34 mW ZEN24VDC 

ex-i-barriers: 230 VaC u0 = 10.6 V/ i0 = 19.1 ma/ p0 = 51 mW ZEN230VAC
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«Simple Apparatus» conformity to ATEX 414

  page 129/131 

Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential See table

Environmental conditions ambient temperature range ≤ +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +65°C 
(important: Temperature at sensor may not 
exceed maximum sensortemperature)

Storage temperature range ≤ +45°C: -30°C ... +50°C 
range > +45°C: -30°C ... +70°C

protection ip65

Humidity max. 95 % relative

Vibration 5...25 Hz: ±1.6 mm 
25...100 Hz: 4g

Shock 50 g / 11 ms

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing alSi9Cu3, coated

Screwed cable gland polyamide (pa), light blue

installation any position 
recommendation: screwage pointing down-
wards

Weight ~ 950 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength 1.25 kV terminal ground

Life time (mechanical) 1 mio. cycles

Electrical connection Cable gland m20x1.5 
Cable-Ø 4...10 mm, max. cable length according 
to en60079-11

Terminal screw 3 x 1 ... 2.5 mm²
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Dimensions
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Switching differential typ.

Measuring range [°C] –30 ... +40 
–10 ... +25 

0 ... +35 
+15 ... +30 
+10 ... +45 
+10 ... +80

–10 ... +35 
–10 ... +80 
+5 ... +95 

+20 ... +110

+20 ... +150 +20 ... +230 +40 ... +300 
+70 ... +350

Microswitch 71: 
Switching differential not adjustable

[°C] 0.7 2 2.5 3 4

Electrical data switch

Type Features Rating
71 With gold plated contacts, switching differential not adjustable u0 = 24 V 

i0 = 100 ma 
p0 = 600 mW

Electrical connection 

2=
14= 42

Additional information

Documents Data sheet www.trafag.com/H72183
instructions www.trafag.com/H73173
Flyer www.trafag.com/H70971
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«Simple Apparatus» conformity to ATEX 419

 N potentially explosive atmosphere

Applications
 N Compact design
 N rugged housing
 N protection ip65
 N any mounting position possible
 N may be used as „simple apparatus“ in zones at risk of 

explosions

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for the measurement of pres-
sure and temperature. 

Technical Data

Designation of applica-
tion

industrial room thermostat Switching differential not adjustable

measuring range -30°C ... +30°C to 0°C ... +60°C repeatability ± 0.5 % FS typ.

output signal Floating change-over contact approval / conformity en60730-1/ en60730-2-9: Typ 2.B.H 
en60079-0, en60079-11 Zone 1 and 
2, 21 and 22
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H72182e

«Simple Apparatus» conformity to ATEX 419

  page 133/134 

Optional accessories of third party supplier 
ex-i barriers are suitable for intrinsically safe applications. The device transmits binary signals from the hazardous area into the safe area. 

ex-i-barriers: 24 VDC u0 = 10.5 V/ i0 = 13 ma/ p0 = 34 mW ZEN24VDC 

ex-i-barriers: 230 VaC u0 = 10.6 V/ i0 = 19.1 ma/ p0 = 51 mW ZEN230VAC

Dimensions

78

2

99

419.71.XX.52X.27.XX

99

10
0

86

6.
2 

x 1
0.

2

139
40

M20 x 1.5 

Ni Thermostats, when combined with a certified ex-barrier (see “optional accessories of third party supplier”), can be used as “simple electrical apparatus” in Zone 1 and 2, as 
well as in Zone 21 and 22, according to ieC/en 60079-14. These thermostats are not suitable for Zone 0 and Zone 20. use in safety relevant applications (approved electri-
cal apparatus) is not permitted.

Ordering information/type code

XXX XX XX XXXXXX XX
Custom 
build code

internal adjustment 419

  

Microswitch With gold plated contacts, switching differential not adjustable 71

  

Range Range
[°C]

Operating temperature
[°C]

-30 ... +30 -30 ... +40 02

-20 ... +40 -30 ... +50 06

+5 ... +35 -30 ... +50 10

0 ... +60 -30 ... +65 12

Sensor / 
Fixing

Sensor: Copper; Fixation: Bracket (open sensor coil) 522.27

Sensor: Copper nickel plated; Fixation: Bracket (open sensor coil) 523.27

Accessories Switchpoint locking 15

Switchpoint fixed and sealed upon customer’s request 88

Switchpoint preset upon customer’s request, no guarantee on switching accuracy 83
Switchpoint adjustment please indicate when ordering: 
- Switchpoint [°C] 
- increasing or decreasing
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Specifications

Accuracy repeatability ± 0.5 % FS typ.

Scale accuracy typ. ± 2 % FS typ.

Switching differential 0.7°C (not adjustable)

Environmental conditions ambient temperature -30°C ... max. +65°C

Storage temperature range ≤ +40°C: -30 ... +50°C 
range > +40°C: -30 ... +70°C

protection ip65

Humidity max. 95 % relative

Mechanical Data Sensor housing See ordering information

Filling Liquid

Housing alSi9Cu3, coated

Screwed cable gland pa, polyamide, light blue

installation any position 
recommendation: screwage pointing down-
wards

Weight ~ 950 g

Microswitch rating See table

resistance of insulation > 2 mΩ

Dielectric strength 500 V aC terminal ground

Life time (mechanical) 1 mio. cycles

Electrical connection Cable gland m20x1.5 
Cable-Ø 4...10 mm, max. cable length according 
to en60079-11

Terminal screw 3 x 1...2.5 mm²

Electrical data switch

Type Features Rating
71 gold plated contacts u0 = 24 V 

i0 = 100 ma 
p0 = 600 mW

Electrical connection 

2=
14= 42

Additional information

Documents Data sheet www.trafag.com/H72182
instructions www.trafag.com/H73173
Flyer www.trafag.com/H70972
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DTP 8180

 N machine tools
 N Hydraulic power units
 N Cooling and lubrication systems
 N HVaC
 N process technology

Applications
 N parameterization also via nFC-smartphone app (android)
 N Display and electrical connection are independently 

rotatable 335°/343°
 N analogue output switchable ma or V
 N integrated datalogger
 N Temperature measuring range adjustable, 50 … 100 % of 

the nominal range

Features

Swiss based Trafag is a leading international supplier of high quality 
sensors and monitoring instruments for measurement of pressure 
and temperature. 

Technical Data

measuring principle pT 1000, Din en 60751 class a, 
2 conductors

accuracy @ 25°C  typ. ± 0.5 % FS typ.+ temperature sensor 
error

measuring range -50°C ... +150°C 
-58°F ... 302°F 
adjustable 50 ... 100 % FS

ambient temperature -25°C ... +85°C

output signal 4 ... 20 ma, 0 ... 5 VDC, 1 ... 6 VDC, 
0 ... 10 VDC, switchable ma or V

Temperatur unit for 
display

°C, °F, K

Switching output 2 transistors pnp Logger ring buffer: 3518 data points 
Sampling time: 0.1 ... 999.9 s, off (0)

Su
bj

ec
t t

o 
ch

an
ge
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Ordering information/type code

8180 . XX XX XX XX XX XX
Operating 
temperature 
media

Measuring range

-50°C ... +150°C (-58°F ... 302°F) 50

  

Sensor Sensor Din en 60751, class 1, wetted parts 1.4404 (aiSi316L) 21

Sensor Din en 60751, class 1, wetted parts 1.4404 (aiSi316L), shorter response time 1) 22

Process 
connections 

See table below "ordering no. for process connections"   

  

Electrical 
connection

male electrical plug m12x1, 4-pole, mat. pa (accessories p3, p4) 32

male electrical plug m12x1, 5-pole, mat. pa (accessories p1, p2) 35

Output 
signal

Switching output pnp, current output 4 ... 20 ma, switchable to 0 ... 10 VDC; output detail see accessories p1, p2, p3 PA

Switching output pnp, voltage output 1 ... 6 VDC; output detail see accessories p1, p2, p3 PU

Switching output pnp, voltage output 0 ... 10 VDC; output detail see accessories p1, p2, p3 PV

Switching output pnp, voltage output 0 ... 5 VDC; output detail see accessories p1, p2, p3 PW

Switching output pnp; output detail see accessory p4 PS

Accessories pin configuration 5-pole.; 1: u+, 2: analogue, 3: u-, 4: Sp1, 5: Sp2 P1

pin configuration 5-pole.; 1: u+, 2: Sp2 , 3: u-, 4: Sp1, 5: analogue P2

pin configuration 4-pole.; 1: u+, 2: analogue, 3: u-, 4: Sp1 P3

pin configuration 4-pole.; 1: u+, 2: Sp2 , 3: u-, 4: Sp1 P4

Female electrical plug m12x1, 5-pole 33

parametrisation standard (see table parameter) ZS

parametrisation according to customer specifications (see table parameter) ZC

protective cap, 1 pc. F89051, package of 5 pcs. F89052, package of 25 pcs. F89075  

1) upon request

Ordering no. for process connections

Sensor length 50 mm 100 mm 150 mm 200 mm * 250 mm *
g1/8" male 11 21 31 41 51
g1/4" male 12 22 32 42 52 
g1/2" male 13 23 33 43 53 
g1/8" male, compression fitting 14 24 34  44 54 
g1/4" male, compression fitting  15 25 35 45 55 
g1/2" male, compression fitting  16 26 36 46 56 
1/4" npT male 1B 2B 3B 4B 5B
1/2" npT male 1C 2C 3C 4C 5C
1/4" npT male, compression fitting 1D 2D 3D 4D 5D 
1/2" npT male, compression fitting  1e 2e 3e 4e 5e 
Tri-Clamp Din 32676, Dn25/Dn40 * 1g 2g 3g 4g 5g 
Tri-Clamp Din 32676, Dn50 * 1J 2J 3J 4J 5J
Sanitary fitting Din 11851, Dn25 * 1L 2L 3L 4L 5L 
Sanitary fitting Din 11851, Dn40 * 1m 2m 3m 4m 5m 
Sanitary fitting Din 11851, Dn50 * 1n 2n 3n 4n 5n 

*  upon request
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Parameters

Name Standard setting 
(accessory ZS)

Value range Short 
name

Customer adjust-
ment 
(accessory ZC)

Switch point Sp1 (hysteresis mode) 
upper switch point FH1 (window mode)

75 % measuring 
range

Sp1 > rp1 
FH1 > FL1 
Hysteresis ≥ 1 % FS

Sp1

reset point rp1 (hysteresis mode) 
Lower switch point FL1 (window mode)

25 % measuring 
range

rp1 < Sp1 
FL1 < FH1 
Hysteresis ≥ 1 % FS

rp1

Switch point Sp2 (hysteresis mode) 
upper switch point FH2 (window mode)

75 % measuring 
range

Sp2 > rp2 
FH2 > FL2 
Hysteresis ≥ 1 % FS

Sp2

reset point rp2 (hysteresis mode) 
Lower switch point FL2 (window mode)

25 % measuring 
range

rp2 < Sp2 
FL2 < FH2 
Hysteresis ≥ 1 % FS

rp2

Switch point delay time Sp1 
(hysteresis mode) 
Switch point delay time FH1 
(window mode)

0 0 ... 99.99 s dS1

Switch point delay time rp1 
(hysteresis mode) 
Switch point delay time FL1 
(window mode)

0 0 ... 99.99 s dr1

Switch point delay time Sp2 
(hysteresis mode) 
Switch point delay time FH2 
(window mode)

0 0 ... 99.99 s dS2

Switch point delay time rp2 
(hysteresis mode) 
Switch point delay time FL2 
(window mode)

0 0 ... 99.99 s dr2

Functions switching output 1 Hysteresis, closer 
(Hno)

Hysteresis no (Hno), 
Hysteresis nC (Hnc) 
Window no (Fno), Window nC (Fnc)

ou1

Functions switching output 2 Hysteresis, closer 
(Hno)

Hysteresis no (Hno), 
Hysteresis nC (Hnc) 
Window no (Fno), Window nC (Fnc)

ou2

Temperature units °C °C, °F, K uni
measuring range adjustment 100 % nominal 

temperature
50 ... 100 % nominal T-ep

Damping (analogue output) 0.01 s 0.01 ... 3.00 s (time constant) daa
Display rotation no no, yes (180°) disr
Display mode Current measu-

ring value
measuring value: current, highest, 
lowest, 
display off 
Current value: decimal places 
selectable (max. 3)

dis

Display actualisation 2 1, 2, 5, 20 Hz duTd
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Specifications

Electrical Data output / supply voltage 4 ... 20 ma: 24 (15 ... 30) VDC 
0 ... 5 VDC: 24 (15 ... 30) VDC 
1 ... 6 VDC: 24 (15 ... 30) VDC 
0 ... 10 VDC: 24 (15 ... 30) VDC

Switch-on-delay Typ. 200 ms

inverse-polarity protection, short-circuit strength 
@ 25°C during 5 min.

integrated

Current consumption ≤ 30 ma

Environmental conditions ambient temperature -25°C ... +85°C

protection  1) ip67

Humidity max. 95 % relative

Vibration 10 g (10 ... 2000 Hz) 
for sensor length ≤ 150 mm

Shock 50 g / 3 ms

EMC Protection emission en/ieC 61000-6-3

immunity en/ieC 61000-6-2

Mechanical Data Sensor (wetted parts) 1.4404/1.4435 (aiSi316L)

Housing Steel, die cast metal galvanised 
display housing plastic

Sealing Fpm, epDm

male electrical plug See ordering information

Weight ~ 189 g, depending on process connector

mounting torque 20 nm

Housing alignment Display 335° rotatable, max. 2.5 nm 
electrical connection 343° rotatable, max. 5 nm

1) See electrical connection

Accuracy

analogue output ± 0.5 % FS typ. + Temperature sensor error
Switch point ± 0.3 % FS typ. + Temperature sensor error
Display ± 0.3 % FS typ. + Temperature sensor error + 1 digit
Temperature sensor error For °C: ± (0.15 K + 0.002 | t |) according to en 60751 

For °F: ± [1.8*(0.15 + 0.002 (t - 32) / 1.8)]
Time constant T60 = 12.5 s, in air 

T90 = 33 s, in air
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Analogue output

Current limiting output signal 4 ... 20 ma: 25 ma (overload)
0 ... 10 VDC: < 40 ma (short-circuit)

Damping (rise time) 0.01 ...  3.00 s / 10 ... 90 % nominal temperature

Switching output

adjustment range of switchpoints 0 … 100 % FS
Switching hysteresis ≥ 1 % FS

Switchpoint > reset point
Switching resistance ≤ 3 Ω
output function Hysteresis, Window; normally closed (no), normally open (nC)
Switching current ≤ 0.5 a each switching output
Current limiting ≤ 2 a each switching output
Delay time 0 ... 99.99 s

Display

Display 4-digit 7-segment display 180° flippable with disable function 
decimal place: 1

Switching status indication 2 LeD, red
operation With 3 buttons and menu navigation according to VDma 24574-1
Display resolution  0.1 K
Display range -3 ... 103 % FS
Setting parameters See table parameters
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Dimensions
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Adjustable process connections
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Sanitary fittings
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Additional information

Documents Data sheet www.trafag.com/H72352
instructions www.trafag.com/H73352
Flyer www.trafag.com/H70605

Protection / electrical connection

ip65*)

m12x1
 5-pole      4-pole 
 35 32
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*) provided female connector is mounted according to instructions
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Features
 High current ratings 16 a
 With mechanical reset
 internal switchpoint adjust-

ment

20
00

12
0

82

122
106
50

91
30

20

6.
1

10
.3

Standard products (extra short lead time)

Product No. Range T  
[°C]

Operating temperature   
[°C]

Media temperature   
[°C]

Capillary tube length    
[m]

KTSB150S +20 ... +150 –50 ... +60 max. 165 2
KTSB230S +20 ... +230 –50 ... +60 max. 250 2
KTSB350S +70 ... +350 –50 ... +60 max. 380 2

pTB 14
aTeX 3025

aC 400 V, 16 a

1 322=

x

Technical Data

Sensor technology Capillary tube with remote sensor

Sensor material 1.4435/316L

output signal microswitch

electrical connection Screw terminal

areas with gas explosion hazards ex ii 2g ex db e iiC T6 gb
areas with dust explosion hazards ex ii 2D ex tb iiiC T80°C Db

Safety temperature limiter KTSB

 
Data sheet              www.trafag.com/H72181

Back to overview

www.trafag.com/productfinder


page 145/171

Marine transmitter for PT100 sensors T...

 Data sheet  www.trafag.com/H72102
instructions www.trafag.com/H73102

Technical Data

Sensor type pT100 (ieC751)

protection tube material 1.4435/316L

immersion adjustable

electrical connection 2 wires

Temperature sensor PT100

s

Standard products (extra short lead time)

Product No. Range T  
[°C]

Protection tube length G 
[mm]

Class (IEC751)

pT100L15 –50 ... +250 150 B

Features
 2-wire temperature sensor
 incl. mounting stopper
 protection ip65

Standard products (extra short lead time)

Product No. Type code
Range T 
[°C]

Supply
[VDC]

Product No. Type code
Range T 
[°C]

Supply 
[VDC]

T50 8100 01 0003 01 -50 ... +50 12 ... 30 T200 8100 05 0003 01 0 ... +200 12 ... 30
T100 8100 02 0003 01 0 ... +100 12 ... 30 T400 8100 06 0003 01 0 ... +400 12 ... 30

Features
 excellent long-term stability
 protection ip65
 emC protection, ieC 61000
 Complies with ieC 60571 (railway)

Technical Data

Sensor type pT100

operating temperature –40 ... +85 °C

electrical connection Screw terminal

output signal 4 ... 20 ma
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Technical Data

Sensor type pT100 (ieC751) or 1000

protection tube material 1.4435/316L

immersion adjustable

electrical connection 3 wires

Temperature sensor PT100/1000

Standard products (extra short lead time)

Product No. Range T  
[°C]

Protection tube length G  
[mm]

Class 
(IEC751)

Product No. Range T  
[°C]

Protection tube length G  
[mm]

Class 
(IEC751)

pT100L12 -50 ... +250 120 B pT100L40 -50 ... +250 400 B
pT1000L12 -50 ... +250 120 B

Temperature sensor

Description

Resistivity    R0 @ 0°C
[Ohm]

Electrical connection

100 lead frames
1000 lead frames

Features
 High precision
 Compliant with Din 43760
 measuring current 5 ma

Features
 3-wire temperature sensor in 

Din B head
 protection ip65

Technical Data

Sensor material nickel thin film on ceramic

Temperature range –60°C ... +200°C

response time water flow 0.3 s (@ 0.2m/s)

response time airflow 27 s (@ 0.2m/s)
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Electronic thermostat with display and relay LTR

Electronic controller with display ATR

Features
 N 1 panel mounting
 N Single stage thermostat with 

display
 N 1 relay (SpDT)
 N protection ip54

Technical Data

Sensor type pTC1000

output signal 1 relay

electrical connection Screw terminal

operating temperature –10°C ... +50°C

Standard products (extra short lead time)

Product No. Range T  
[°C]

Relay Output U-Supply 
[VAC]

Dimensions
[mm]

Cutout of panel

LTr5TSre –50 ... +150 240 V/16 (4) a 240 76 x 35 x 77 71 x 29

Features
 Supply voltage: 

24 ... 230 VaC/VDC 
 17 Sensor inputs to select
 2 relays and 1 SSr output, 

configurable

Standard products (extra short lead time)

Product No. Output signal Supply voltage Dimensions
[mm]

Cutout of panel
[mm]

aTr142

relay 1: 8a - 250 VaC resistive Load
relay 2: 5a - 250 VaC resistive Load
SSr 1: Configurable as command output and / 
or alarm output 12 VDC, 30 ma

24 ... 230 VaC/VDC  ±15 % 77 x 35 x 60 28.5 x 70.5

Technical Data

inputs (to be selected)

Thermocouples: K,S,r,J 
Thermoresistors: 
pT100, pT500, pT1000, ni100, 
pTC, nTC, potentiometers 
Linear signals: 0…10V, 
0…20ma, 4…20ma, 0…40mV

protection
ip65 front panel (with gasket)
ip30 housing
ip20 terminals

operating temperature 0°C ... +45°C
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Hygrostat HMH

2= dehumidifying
3= humidyfing

1 2 3

 Data sheet  www.trafag.com/H72402

aC 250 V, 10 a (25 °C)
 8 a (60 °C)

Technical Data

protection ip54

operating temperature –20°C ... +60°C

output signal 1 microswitch 250 V / 10 a

electrical connection Screw terminal

Features
 With adjustable switch point
 rH 10 ... 100 %

Standard products (extra short lead time)

Product No. Humidity
[%rH]

Hysteresis
[d%rH]

Sensor T max.    
[°C]

HmH 10 ... 100 approx. 1.5 +70
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Accessories

Trafag offers a wide range of original accessories which are ideally matched to our products. These include 
devices for monitoring or configuring transmitters such as hand pumps with precision pressure gauge or the 
Sensor Communicator, a handheld device which provides direct access to the calibration values of the trans-
mitter in the Trafag aSiC. Trafag also offers a wide range of accessories meet specific application requirements 
and also make installation easier. They include diagnostic valve manifolds, snubbers and pressure peak 
damping elements for measuring pressure, or protective pipes for thermostats.

Accessories for temperature measuring instruments  
 N protection tubes for direct mounting and remote sensors
 N Duct mounting bracket
 N Capillary tube holder
 N mounting brackets
 N Screwed cable glands, ship approved, for retrofit
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Product No Suitable for type Material
mB31 n, nD, p, pS, pV, pD, pK, pVF, eXp, eXpK, eXpD Steel galvanised

Standard products (extra short lead time)

 MB31
Mounting Plate

Features

Technical Data

material Steel galvanised

 N For pressure transmitters and pressure switches

 CG
sScrewed cable gland

Features

Technical Data

material Brass

Connection m18x1.5, m24x1.5

Cable Ø 10.5 mm, 16.5 mm
 N Din 8280 for shipbuilding
 N retrofit for pressure transmitters, pressure switches and 

thermostats

7.5 45.5 22.5 23

91

106

12
0

10
3

Ø5.5

40.5

18

17

Ø22
Ø28

M20x1.5

M18x1.5 M24x1.5

32 36

M20x1.5

Cg18 Cg24

Product No  Material
Cg18 m18x1.5 for 8 ... 10.5 mm cable diameter Brass
Cg24 m24x1.5 for 14 ... 16.5 mm cable diameter Brass

Standard products (extra short lead time)
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Product No Suitable for type Material Protection tube diameter
[mm]

Protection tube length
[mm]

83160110K m, mS, m2S, L, i, iS, iSp Brass nickel plated 10 110
83160150K m, mS, m2S, L, i, iS, iSp, iSn Brass nickel plated 10 150
83160200K i, iS Brass nickel plated 10 200
83160300K m, mS, m2S, L, i, iS Brass nickel plated 10 300
83160400K m, mS, m2S, L, i, iS Brass nickel plated 10 400
83170110 iSp, iSn Brass nickel plated 12 110
83180150K D ... r Brass nickel plated 14 150
83190065 iSp, iSn Brass nickel plated 15 65
84110110K m, mS, m2S, L, i, iS, iSp 1.4435 (aiSi316L) 10 110
84110150K m, mS, m2S, L, i, iS, iSp, iSn 1.4435 (aiSi316L) 10 150
84110200K i, iS 1.4435 (aiSi316L) 10 200
84110400K m, mS, m2S, L, i, iS 1.4435 (aiSi316L) 10 400
84120110 iSp, iSn 1.4435 (aiSi316L) 12 110
84140065 iSp, iSn 1.4435 (aiSi316L) 15 65

Standard products (extra short lead time)

 83../84..
Protection tubes for remote sensors

Features

Data sheet www.trafag.com/H72163
 i

Technical Data

material Stainless steel 1.44435/316L, brass 
nickel plated

media temperature See table

 N For liquid media
 N pressure proof up to 25 bar (types 83xx)
 N pressure proof up to 40 bar (types 84xx)

Operating temperature

Length G 
[mm]

Range T  
[°C]

Sensor-Ø 
[mm]

200 -30 ... +40, 0 ... +35, +10 ... +80 7
150 +5 ... +95, +20 ... +150, +20 ... +110 7
110 +20 ... +230, +70 ... +350 7
180 -30 ... +40, 0 ... +35 5.5/11
150 +5 ... +95, +20 ... +150 5.5/11
110 +20 ... +230, +70 ... +350 9
65 +5 ... +95, +20 ... +150, +20 ... +110 12

∅
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G
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 121.../141...
Protection tubes for direct mounting

Features

Data sheet www.trafag.com/H72163
 i

Technical Data

material Stainless steel 1.44435/316L,  
brass nickel plated

media temperature See table N For thermostats type mST and  
iSpT/iSnT

 N Lateral clamp mounting (type mST)
 N pressure proof up to 40 bar (types 141x)
 N With captive nut (types 141x)

Product No Suitable for type Material Protection tube diameter
[mm]

Protection tube length
[mm]

12110150K mST ... 15 1.4435 (aiSi316L) 10 150
12110400K mST ... 40 1.4435 (aiSi316L) 10 400
12160150K mST ... 15 Brass nickel plated 10 150
12160400K mST ... 40 Brass nickel plated 10 400
14110150K iSnT ... 150 1.4435 (aiSi316L) 10 150
14120110K iSnT ... 110 1.4435 (aiSi316L) 12 110
14140065K iSp/iSnT ... 65 1.4435 (aiSi316L) 15 65

Standard products (extra short lead time)

∅
d

∅
d=

Y-2
m

m

G
15 15

SW
27

G1
/2

“

∅
d

∅
d=

Y-2
m

m

G33

17

SW
27

G1
/2

“

G1
/2

“

Operating temperature

Length G 
[mm]

Range T  
[°C]

Sensor-Ø 
[mm]

200 -30 ... +40, 0 ... +35, +10 ... +80 7
150 +5 ... +95, +20 ... +150, +20 ... +110 7
110 +20 ... +230, +70 ... +350 7
180 -30 ... +40, 0 ... +35 5.5/11
150 +5 ... +95, +20 ... +150 5.5/11
110 +20 ... +230, +70 ... +350 9
65 +5 ... +95, +20 ... +150, +20 ... +110 12

121X..

141X..

121x.. 141x..
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Product No Suitable for type Material
K200 L, LF, m, mS Steel galvanised
W200 i, iS, m2, m2S Steel galvanised

Standard products (extra short lead time)

 W.../K...
Thermostat sensor duct holder

Features

Data sheet www.trafag.com/H72106
 i

Technical Data

material Steel galvanised

 N For HVaC
 N For retrofitting of thermostats

20
2

2

70 48

5030
2x

Ø5

2x
Ø5

16
30

30

196±2

196±2

Ø1
6.

1
Ø1

6.
1

Product No Material  
K80140 Steel galvanised package size 6 pcs.

Standard products (extra short lead time)

 K80140
Capillary tube holder

Features

Technical Data

material Steel galvanised

 N For Froststats F/F...r

50.5
1

7

37

3.514

R3
0

Ø5.4
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Information about Ex products

Trafag draws from decades of experience in the design and manufacturing of pressure and temperature meas-
uring instruments for hazardous area applications. We continuously meet the rising expectations in respect of 
safety and reliability of our products. These products provide reliable functionality in various hazardous zones 
with aTeX and in many cases also ieCex certification.

CE - Designation and marking

1258 II 2 GD
Control no. of notified body 
for the supervision of the 
quality assurance system

i: mining
ii: all other  
 applications

Category 
(see below)

g = gas
D = Dust

EN 50303 - Mining

Ex ia I Ma
Type of protection equipment 

for mining
equipment protection 
level

 N Category and protection level: 
 N Category m1 / protection level ma: Fully functional and safe when    

explosive atmosphere is present. requires means to cope with two    
independent failures

 N Category m2 /  protection level mb: These products are intended to  
be deenergised in the presence of an explosive atmosphere

IEC/EN 60079-0 – Gases

Ex ia IIC T6 Ga
Type of protection equipment groups 

(for gases)
Temperature 
class

equipment 
protection 
level

 N Type of protection: intrinsically safe

 N equipment group (gases): iiC = Hydrogen, acetylene

 N Temperature level: Defines ignition temperature and 
 permissible temperature of equipment surface

 N protection level: referring to installation zone  
(ga = Zone 0 = Category 1 in aTeX)

IEC/EN 60079-0 – Dust

Type of 
protection

equipment groups 
(for dust)

Surface 
temperature

equipment 
protection 
level

Ex ia IIIC T130 °C Da

 N Type of protection: intrinsically safe, powder filling, 
 encapsulation, …

 N equipment group (dust): iiiC = Conductive dust

 N Temperature level: Defines maximum surface temperature

 N protection level: referring to installation zone  
(Da = Zone 20 = Category 1 in aTeX)

 N Category 1: Can be used in zone 0 (gas) and 20 (dust)
 N potentially explosive atmosphere: permanent
 N Two independent failures – safety

 N Category 2: Can be used in zone 1 (gas) and 21 (dust)
 N potentially explosive atmosphere: regularly
 N one failure – safety

 N Category 3: Can be used in zone 2 (gas) and 22 (dust)
 N potentially explosive atmosphere: unlikely or for very short time
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pressostats and Thermostats, when combined with a certified switch amplifier (Zener barrier/Zener relay), can 
be used as “simple electrical apparatus” in Zone 1 and 2, as well as in Zone 21 and 22, according to 
ieC/en 60079-11. These pressostats and thermostats are not suitable for Zone 0 and Zone 20. The use in safe-
ty relevant applications (approved electrical apparatus) is not permitted. Switch amplifiers are suitable for in-
trinsically safe applications. The device transmits signals from the hazardous area into the safe area.

Simple Apparatus   

Non hazardous areaHazardous areaZone dangereuse Zone non dangereuse

Zugehöriger Trennschaltverstärker

Explosionsgefährdete Bereiche Nicht explosionsgefährdeter Bereich

"Simple apparatus" Thermostate / Druckschalter

Ex ia IIC
ui > u0

ii > i0

pi > p0

230 VaC (F90141)
 24 VDC (F90140)

rating
ui = 24 V
ii = 100 ma
pi = 0,6 W
Li = 0
Ci = 0

u0 ... 24 V
i0 ... 100 ma
p0 ... 0,6 W
L0 ... 8mH
C0 ... 100nF

recommended switch amplifier (see chapter „accessories”):

Trafag parts no.:  Zen230VaC (230 VaC)
  Zen24VDC (24 VDC)

if another type of switch amplifier is used, make sure its electrical rating limits are within the specification of 
the „Simple apparatus” thermostat or pressostat.

Back to overview
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Fluid resistance guide

Due to the numerous different application possibilities Trafag cannot accept any guarantee for the correctness of 
these recommendations. We therefore suggest that for a particular application you carry out tests to verify the fluid 
resistance.
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Fluid resistance guide
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Fluid resistance guide
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Fluid resistance guide
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Fluid resistance guide



www.trafag.com page 162/171

Fluid resistance guide
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Fluid resistance guide
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Fluid resistance guide

(Synthetic lubricant
 -diester type)
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Conversion of pressure units

bar mbar Pa  
N/m2

kPa 
kN/m2

MPa  
MN/m2

at  
kp/cm2

atm mmWS 
mmCE

mWS 
mCE

Torr 
mm Hg

psi 
lbf/in2

1 bar 1 1000 105 100 0.1 1.02 0.987 1.02·104 10.2 750 14.5

1 mbar 0.001 1 100 0.1 10-4 1.02·10-3 0.987·10-3 10.2 0.0102 0.75 0.0145

1 Pa  1 N/m2 10-5 0.01 1 0.001 10-6 1.02·10-5 0.987·10-5 0.102 1.02·10-4 0.0075 1.45·10-4

1 kPa  1 kN/m2 0.01 10 1000 1 0.001 0.0102 9.87·10-3 102 0.102 7.5 0.145

1 MPa  1 MN/m2 10 104 106 1000 1 10.2 9.87 1.02·105 102 7500 145

1 at  1 kp/cm2 0.981 981 0.981·105 98.1 0.0981 1 0.968 104 10 736 14.22

1 atm 1.013 1013 1.013·105 101.3 0.1013 1.033 1 1.033·104 10.332 760 14.696

1 mmWS  1mmCE 0.981·10-4 0.098 9.807 9.81·10-3 9.81·10-6 10-4 0.968·10-4 1 0.001 0.0736 1.422·10-3

1 mWS  1mCE 0.0981 98.07 9807 9.81 9.81·10-3 0.1 0.0968 1000 1 73.6 1.422

1 Torr  1 mmHg 1.133·10-3 1.333 133.323 0.133 1.333·10-4 1.36·10-3 1.316·10-3 13.595 1.359·10-2 1 1.934·10-2

1 psi  1 lbf/in2 6.895·10-2 68.95 6895 6.895 6.895·10-3 7.031·10-2 0.06805 703.1 0.7031 51.7 1
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Conversion of temperature units

[°F] to [°C]
Formula: °C = 5/9·(°F –32)

°F °C °F °C °F °C

–100 –73.3 105 40.6 315 157.2

–95 –70.6 110 43.3 320 160.0

–90 –67.8 115 46.1 325 162.8

–85 –65.0 120 48.9 330 165.6

–80 –62.2 125 51.7 335 168.3

–75 –59.4 130 54.4 340 171.1

–70 –56.7 135 57.2 345 173.9

–65 –53.9 140 60.0 350 176.7

–60 –51.1 145 62.8 355 179.4

–55 –48.3 150 65.6 360 182.2

–50 –45.6 155 68.3 365 185.0

–45 –42.8 160 71.1 370 187.8

–40 –40.0 165 73.9 375 190.6

–35 –37.2 170 76.7 380 193.3

–30 –34.4 175 79.4 385 196.1

–25 –31.7 180 82.2 390 198.9

–20 –28.9 185 85.0 395 201.7

–15 –26.1 190 87.8 400 204.4

–10 –23.3 195 90.6 405 207.2

–5 –20.6 200 93.3 410 210.0

0 –17.8 205 96.1 415 212.8

5 –15.0 210 98.9 420 215.6

10 –12.2 215 101.7 425 218.3

15 –9.4 220 104.4 430 221.1

20 –6.7 225 107.2 435 223.9

25 –3.9 230 110.0 440 226.7

30 –1.1 235 112.8 445 229.4

32 0 240 115.6 450 232.2

35 1.7 245 118.3 455 235.0

40 4.4 250 121.1 460 237.8

45 7.2 255 123.9 465 240.6

50 10.0 260 126.7 470 243.3

55 12.8 265 129.4 475 246.1

60 15.6 270 132.2 480 248.9

65 18.3 275 135.0 485 251.7

70 21.1 280 137.8 490 254.4

75 23.9 285 140.6 495 257.2

80 26.7 290 143.3 500 260.0

85 29.4 295 146.1 505 262.8

90 32.2 300 148.9 510 265.6

95 35.0 305 151.7 515 268.3

100 37.8 310 154.4 520 271.1

[°C] to [°F]
Formula: °F = 9/5·(°C +32)

°C °F °C °F °C °F

–100 –148 105 221 315 599

–95 –139 110 230 320 608

–90 –130 115 239 325 617

–85 –121 120 248 330 626

–80 –112 125 257 335 635

–75 –103 130 266 340 644

–70 –94 135 275 345 653

–65 –85 140 284 350 662

–60 –76 145 293 355 671

–55 –67 150 302 360 680

–50 –58 155 311 365 689

–45 –49 160 320 370 698

–40 –40 165 329 375 707

–35 –31 170 338 380 716

–30 –22 175 347 385 725

–25 –13 180 356 390 734

–20 –4 185 365 395 743

–15 5 190 374 400 752

–10 14 195 383 405 761

–5 23 200 392 410 770

0 32 205 401 415 779

5 41 210 410 420 788

10 50 215 419 425 797

15 59 220 428 430 806

20 68 225 437 435 815

25 77 230 446 440 824

30 86 235 455 445 833

32 89.6 240 464 450 842

35 95 245 473 455 851

40 104 250 482 460 860

45 113 255 491 465 869

50 122 260 500 470 878

55 131 265 509 475 887

60 140 270 518 480 896

65 149 275 527 485 905

70 158 280 536 490 914

75 167 285 545 495 923

80 176 290 554 500 932

85 185 295 563 505 941

90 194 300 572 510 950

95 203 305 581 515 959

100 212 310 590 520 968
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Europe

  Headquarters, Switzerland
Trafag ag
industriestrasse 11
CH - 8608 Bubikon
Tel. +41 44 922 32 32
www.trafag.com
e-mail: trafag@trafag.com

  Albania 
Bosnia-Herzegovina, Macedonia, 
Montenegro, Serbia, Slovenia  
axo-Texcomp Services Sa
p.o. Box 88
CH - 1164 Buchillon
Tel. +41 21 807 22 01
mbucher@axotex.ch

  Austria
Trafag gmbH
Konrad-Doppelmayr-Strasse 17
aT - 6922 Wolfurt
Tel. +43 5574 20866
www.trafag.at
e-mail: trafagat@trafag.com

  Belgium
marktechnical B.V.B.a.
Boxtelstraat 11
Be - 2320 Hoogstraten
Tel. +32 3 311 8864
www.marktechnical.be
e-mail: info@marktechnical.be

  Croatia
Albania, Bosnia-Herzegovina, Mace-
donia, Montenegro, Serbia, Slovenia
Varga eLeKTroniK d.o.o.
Draškovićeva 12
Draškovec
Hr - 40323 prelog
Tel. +385 40 643 189
www.varga-elektronik.hr
e-mail: info@varga-elektronik.hr

  Cyprus
aCTech Ltd.
60 mesologiou Str, 185-45
gr - piraeus
Tel. +30 210 4630 825
www.actech.gr
e-mail: actech1@otenet.gr

  Czech Republic
Trafag spol. s r.o.
Vilémovská 2129
CZ - 347 01 Tachov
Tel. +420 374 723 250
www.trafag.cz
e-mail: prodej@trafag.com

  Denmark
oem automatic Klitsø a/S
engholm parkvej 4
DK - 3450 allerød
Tel. +45 70 10 64 00
www.oemklitso.dk
e-mail: info@oemklitso.dk

  Estonia, Latvia
Wermundsen oÜ
pärnu mnt. 142
ee - 11317 Tallinn
Tel. +372 601 4202
www.wermundsen.ee
e-mail: wermundsen@wermundsen.ee

  Finland
Wexon oY
Turvekuja 6
Fi - 00700 Helsinki
Tel. +358 9 290 440
www.wexon.com
e-mail: wexon@wexon.fi

  France
Trafag S.a.r.L.
2 Boulevard Westinghouse
Fr - 93270 Sevran
Tel. +33 1 4863 0101
www.trafag.fr
e-mail: trafagfr@trafag.com

  Germany
Trafag gmbH
Kelterstrasse 59
De - 72669 unterensingen
Tel. +49 7022 40590-0
www.trafag.de
e-mail: info@trafag.de

  Great Britain
Trafag (uK) Ltd. 
unit 6 First Quarter
Blenheim rd
gB - epsom, KT19 9Qn
Tel. +44 (0) 203 968 0020
www.trafag.co.uk
e-mail: enquiries@trafag.co.uk

  Greece
aCTech Ltd.
60 mesologiou Str, 185-45
gr - piraeus
Tel. +30 210 4630 825
www.actech.gr
e-mail: actech1@otenet.gr

  Hungary
oem automatic Kft.
gyár u.2.
Hu - 2040 Budaörs
Tel. +36 23 880 895
www.oemautomatic.hu
e-mail: info@oemautomatic.hu

  Iceland
Samey ehf.
Lyngas 13
iS - 210 gardabaer
Tel. +354 510 5200
www.samey.is
e-mail: sala@samey.is

  Italy
Trafag italia S.r.l.
c/o Tecnocity altomilanese 
Via Cremona, 1
iT - 20025 Legnano  (mi)
Tel. +39 0 331 592 397
www.trafagitalia.com
e-mail: info@trafagitalia.com

  Litauen
uaB auregis
Savanorių pr. 271
mituvos g. 2
LT - Kaunas 50131
Tel. +370 37 313426
www.auregis.lt
e-mail: info@auregis.lt

Trafag international
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  Netherlands
marktechnical B.V.
Lage Ham 172-178
p.o. Box 324 / 5100 aH Dongen
nL - 5102 ae Dongen
Tel. +31 162 31 42 85
www.marktechnical.nl
e-mail: info@marktechnical.nl

  Norway
Stork aS
Brynsveien 100
no - 1352 Kolsas
Tel. +47 67 17 64 00
www.stork.no
e-mail: stork@stork.no

  Poland
poLTraF Sp. z o. o.
ul.Bysewska 26C 
pL - 80-298 gdańsk
Tel. +48 58 557 52 07
Tel.  +48 58 557 52 23
www.poltraf.com
e-mail: info@poltraf.com.pl

  Portugal
Contimetra instrumentos industriais Lda.
rua do proletariado, 15-B
portela de Carnaxide
pT - 2790-138 Carnaxide
Tel. +351 214 203 900
www.contimetra.com
e-mail: industria@contimetra.com

  Romania
Synchro Comp s.r.l.
iD Sarbu street no. 13 Camin 3
ro - Craiova 200561 Dolj
Tel. +40 317 800 000
www.synchro.ro
e-mail: office@synchro.ro

  Russia
poLTraF CiS
Lyubotinsky pr. 5
ru - 196105 St.-petersburg
Tel. +7 812 244 94 24
www.poltraf.ru
e-mail: info@poltraf.ru

  Spain
Trafag españa S.L.
parque Tecnológico Bizkaia
edificio 101 – e
eS - 48170 Zamudio (Bizkaia)
Tel. +34 94 641 40 63 
www.trafag.es
e-mail: info@trafag.es

  Sweden
regal Components aB
Lefflersgatan 1
Se - 754 50  uppsala
Tel. +46 18 657 000
www.regal.se
e-mail: info@regal.se

  Switzerland
see ’Headquarters’
Tel. +41 44 922 32 32
www.trafag.com
e-mail: trafag@trafag.com

  Turkey
alfa elektronik Sensor Sanayi Ve Ticaret a.S.
Tuzla Kimya Sanayicileri o.S.B
melek aras Bulvari no: 67
Tr - 34956 Tuzla-iSTanBuL 
Tel. +90 216 399 44 04  
www.alfasanayi.com
www.trafag.com.tr
e-mail: info@alfasanayi.com

  Ukraine
Soliton Ltd.
19, akademika Tupoleva str
ua - 04128 Kiew
Tel. +38 (044) 223 9843
www.soliton.com.ua
e-mail: soliton@soliton.com.ua

Trafag international
Europe
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Trafag international
Asia

  China
Shipbuilding:
marinequip China Co., Ltd.
room 1306a, 13.F, Jiaxing Building
877 Dong Fang road
Cn - Shanghai 200122
Tel. +86 21 6445 2545
e-mail: xuzhun@marinequip.com.cn

Engines:
Shanghai SKY Trading Co., Ltd.
Bond Shanghai office
rm. 24D, unit.2,
no. 1251 Jiangning rd
Cn - Shanghai 200060
Tel: +86 21 6276 1312
www.sky-trading.com.cn
e-mail: bondwu@sky-trading.com.cn

Main agent:
Beijing macrocontrol Co., Ltd
room 3-17B, 17th Floor, Building 3,
no. 2 Dajiaotingzhongjie,
Chaoyang District,
Cn - Beijing 100012
Tel. +86 10 8260 1626/8260 1361
www.macrosense.cn
e-mail: wanggui@macrosense.cn

SF6 Gas Density Monitoring:
eTiC electrical equipment Co., Ltd.
a610 pioneering Square, 
no. 48 Keji road,
Cn - Xi‘an 710075
Tel. +86 29 8799 9981/2/3
www.etic.cn
e-mail: info@etic.cn

Shipbuilding:
Shanghai ruiye electronic and  
Technology Co., Ltd
room 902, Jingtai mansion, no. 628
Zhoujiazui road
Cn - Shanghai 200082
Tel. +86 21 5294 8988
www.rydm.net
e-mail: Lydia@rydm.net

  India
Trafag Controls india pvt. Ltd.
plot no-248, Sector-7
imT manesar
in - gurgaon-122050, 
Haryana
Tel. +91 124 404 47 20
www.trafag.com
e-mail: trafagindia@trafag.com

  Indonesia
General Industry:
please contact our headquarters Switzer-
land
Tel. +41 44 922 32 32
www.trafag.com
e-mail: trafag@trafag.com

  Indonesia
SF6 High Voltage Industry:
pT. HigH VoLT TeCHnoLogY
graha mas pemuda aD-7 -
Jln. pemuda, rawamangun 
iD-Jakarta Timur, 13220 
Tel. +62 21 4711898, 4711884
www.highvolt-technology.com
e-mail: sales@highvolt-technology.com

  Israel
Timcon Technologies Systems Ltd
3, Josef Levi St.
industrial Zone p.o.B. 1057
iL - Kiryat Bialik 27110
Tel. +972 4 8742605
www.timcon.co.il
e-mail: timcon@timcon.co.il

  Japan
Trafag Japan Co., Ltd.
2-13-5 Shiba Daimon
minato-ku
Jp - Tokyo 105-0012
Tel. +81 3 6435 7506
www.trafag.jp
e-mail: trafagjapan@trafag.com

  Korea
Engines, Shipbuilding:
Hwajin enterprise Co., Ltd.
25, mieumsandan 2-ro
gangseo-gu
Kr - Busan (46748)
Tel. +82 51 831 9447
www.trafagkorea.com
e-mail: hwa-jin@hwa-jin.com

  Korea
General Industry:
gmS-Korea Co., Ltd
#101-308, Digital empire ii,
Shinwon-ro 88, Yeongtong-gu
Kr - Suwon-city, gyeonggi-do
Tel. +82 31 243 10 35
www.www.gms-korea.com
e-mail: sales@gms-korea.com

  Malaysia
General Industry:
SenSing process instruments Sdn Bhd
30, Jalan 30/119a
Taman Taynton View, Cheras,
mY - 56000 Kuala Lumpur
Tel. +603 9235 1038
www.sensing.com.my
e-mail: info@sensing.com.my

  Malaysia
SF6 High Voltage Industry:
LianeQuip Sdn Bhd
C-37-3, Block C, 3rd Floor,
Jaya one, no 72a Jln universiti
mY - 46200 petaling Jaya, Selangor 
Tel. +603 7956 7652
www.lianequip.com
e-mail: lianeq2014@gmail.com

  Philippines
General Industry:
West point engineering Supplies
West point Building, Bacood Street, 
Barangay patubig
marilao Bulacan
philippines 3019
Tel. +63 44 797 2524
www.westpointengineering.com.ph
sales@westpointengineering.com.ph

  Philippines
SF6 High Voltage Industry:
KVar CorporaTion
no. 7 Villanueva Drive cor., 
Commonwealth ave.
old Balara 1119 Quezon City
metro manila
Tel. +632 921 86 99
www.kvar.com.ph
e-mail: admin@kvar.com.ph
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Trafag international
  Vietnam

gnn Co. Ltd
33 Hoa Hong 2, Ward 2
nhu nhuan Dist. HCmC
Tel. +84 8 3517 4923
www.gnnvietnam.com
e-mail: contact@gnnvietnam.com

America

  USA
Trafag, inc.
8848 red oak Boulevard, Suite i
uS - Charlotte, nC 28217
Tel. +1 704 343 6339
www.trafag.us
e-mail: salesus@trafag.com

  Canada
indumart inc.
25 Denison Street
Ca - markham, L3r 1B5,
ontario 
Tel. +1 905 944 9998
www.indumart.com
e-mail: sales@indumart.com

South America

  Brazil
Sense eletrônica
rua Tuiutí1237
Br - 03081-012 Tatuapé São paulo Sp
Tel. +55 11 2145-0421
www.sense.com.br
www.trafag.com.br
e-mail: vendas@sense.com.br

  Colombia
Surti industria S.a.S
Carrera 33 no 38 a Sur 46
envigado - antioquia
Tel. +57 4 3 34 3283
www.surtiindustria.com.co
e-mail: surtiindustria@une.net.co

Asia

  Singapore
General Industry:
please contact our headquarters  
Switzerland
Tel. +41 44 922 32 32
www.trafag.com
e-mail: trafag@trafag.com

  Singapore
Shipbuilding:
Bond instrumentation (S) pte. Ltd.
8 gul Street 3  
Sg - Singapore 629265
Tel. +65 68 651 800
www.bond.com.sg
e-mail: bondsales@bond.com.sg

  Taiwan
Daybreak international (Taiwan) Corp.
3 F, no.124, Chung-Cheng road, 
Shihlin 11145
TW - Taipei
Tel. +886 2 8866 1234
www.daybreak.com.tw
e-mail: day111@ms23.hinet.net

  Thailand
General Industry:
Themtech Co., Ltd.
127 Soi Srimuang-anusorn
Sutthisarnvinijchai rd., Dindaeng
TH - Bangkok 10400
Tel. +662 693 6629
www.primusthai.com
e-mail: sales@themtech.co.th

  Thailand
SF6 High Voltage Industry:
paCiFiC poWer TeCHnoLogY Co., LTD.
61/1 Soi pattanakarn 54, 
pattanakarn rd.,
Suanluang, Suanluang,  
iD-Bangkok, 10250 
Tel. +66 2320 0462-5
surasakpare@gmail.com

  United Arab Emirates
abdulla Bin Hamid Trading LLC
po Box 30495
ae - Dubai
Tel. +971 4 2241464
www.accutech.ae
e-mail: sales@accutech.ae

Africa

  South Africa
iCS (pty) Ltd.
instrumentation & Control Systems
1 Claerhout Crescent
Za - Sasolburg, 1947 rSa
Tel. +27 82 900 83 12
www.instcon.co.za
e-mail: info@instcon.co.za

Australia, Oceania

  Australia
Dart instruments pty. Ltd.
250 military road
au - neutral Bay nSW 2089
Tel. +61 2 8456 7550
www.trafag.com.au
e-mail: sales@dartinstruments.com.au

  New Zealand
eurotec Limited
750C great South road
penrose
p.o. Box 14543
nZ - panmure auckland
Tel. +64 9 579 1990
www.eurotec.co.nz
e-mail: sales@eurotec.co.

Back to overview

www.trafag.com/productfinder


Trafag sensors & controls
Switzerland

industriestrasse 11
CH-8608 Bubikon

Tel. +41 44 922 32 32
Fax +41 44 922 32 33

www.trafag.com
trafag@trafag.com

reliable quality
Worldwide represented, globally trusted, Swiss based

 References
aBB  i  aiT  i  aKg  i  alstom  i  areva T&D  i  atos  i  aVL  i  Benninghoven  i  Bharat Heavy electrical  i  Blohm & Voss  i  Bombardier  i  Bosch rexroth  i  BmW rolls-royce
Bühler  i  Caterpillar  i  Charmilles  i  Dalian marine Diesel Ltd.  i  Detroit Diesel  i  Deutsche Bahn ag  i  Doosan group  i  Dräger  i  electrolux  i  elektrobudowa S.a.
Faiveley  i  Fincantieri  i  Flender  i  goninan  i  greenfield  i  g&W  i  Hermetic pumpen  i  roche  i  Hudong Heavy machinery  i  Hyundai Heavy industries  i  iaV   
ingersoll rand  i  iveco  i  Koma  i  man B&W  i  melag  i  mitsubishi  i  mTu  i  noske-Kaeser  i  oilon  i  ormat Turbines  i  parker  i  peSa  i  philips  i  pKn orlen S.a.  
pmC  i  polarteknik  i  promeco  i  Queensland rail  i  reintjes  i  renk  i  rolls-royce  i  Schindler  i  Schneider electric  i  Schottel  i  Sciteq-Hammel  i  Siemens  i  SnCF
STX Heavy industries   i   Thermax Limited   i   Toshiba   i   Trumpf   i   Verolme Shipyard   i   Vesta   i   Viessmann   i   Voith   i   Wärtsilä   i   Westfalia Separator   i   W&H
Yichang marine Diesel Ltd  i  York  i  ZF marine
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 N Headquarters
Switzerland   

 N Subsidiaries  Representatives
austria  australia    greece    portugal   
Czech republic  Belgium    Hungary    romania   
France    Brazil    iceland    Singapore   
germany    Canada    indonesia    South africa   
great Britain    China    israel    Sweden   
india    Colombia    Korea    Taiwan   
italy      Croatia   malaysia    Thailand   
Japan   Cyprus    netherlands    Turkey   
poland (Joint Venture)    Denmark    new Zealand    ukraine   
russia (Joint Venture)      estonia    norway    united arab emirates   
Spain    Finland    philippines    Vietnam   
uSa   


